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Our EPS forms include unique deform grooves which keep
the foam segments together during the concrete pour, and
alignment slots in the top which are sized for a standard
2x4. Each 8 ft (2.4 m) pre-sloped length has a radius
bottom and a built-in 1.04% (1/8" ft) slope. Non-sloping
lengths are 4ft (1.2 M.) and 8 ft (2.4 M). Part numbers are
marked on the deep (downstream) end in the color that
matches its corresponding no-float U leg.
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1-3/4 x 1-3/4 x 3-1/6 in. (45 x45 x 4.5mm) structural steel rails are manufactured
in five lengths: 8, 6, 4, 3 and 2 ft.(2.4, 1.8, 1.2, 0.9 and 0.6M) The ends of all the
rails are punched to receive the alignment clip and have tabs on which to mount
the no-float legs and cross ties. Anchor studs are welded on 11 in (280 mm )
centers. The selection of rail sizes lets you meet any desires trench layout to
within 6 in. (150 mm) without modification. All rail components are available with
hot-dip galvanized finish.
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The seven no-float leg sizes are color coded to match their corresponding form
sections for easy installation. This patented feature is at the heart of the Trench
Former no-float guarantee. Legs are secured to rails by two 3/4 in. (18mm) nuts
for stability and strength.
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End rails push onto termination points of trench rails, providing support for
adjacent concrete. Alignment clips will also slide onto rails that have been cut
during fabrication.
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Cross-ties ensure the stability of the rails during concrete placement.
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Using alignment clips to join and retain all rail segments, catch basin frames,
and end rails, eliminates uneven rail joints and prevents gaps between the forms
for a more precise finished trench.
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Former Release is a non-petroleum based product which is to be applied to all EPS
forming surfaces. It provides good concrete release properties without attacking EPS
foam and is available in one and five gallon cans for use with a hand held pump sprayer
or brush.
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