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Accelguard 80 Euclid Fiberstrand 100
ACCELGUARD 80 is an accelerating, water-reducing FIBERSTRAND 100 is an engineered polypropy-
admixture for concrete that does not contain calcium lene fiber designed specifically for secondary rein-
chloride or added chloride ions. It improves properties of forcing of concrete.FIBERSTRAND 100 fibers are 
plastic and hardened concrete, provides a significant true monofilaments that totally disperse into the  
improvement in early stiffening and setting characterist- concrete mix when added to the batch plant or at 
ics, improved workability and decreased bleeding and the jobsite. FIBERSTRAND 100 is available in var-
segregation. This admixture is compatible with air- ious lengths & deniers to provide optimum strength
entraining admixtures, HRWR admixtures (super plast- reduced cracking and long-term concrete durability.
icizers), and conventional water reducing admixtures. Primary Applications
Primary Applications •Flatwork of industrial,commercial and residential
• Precast & post tensioned concrete projects
concrete •Footings,foundations,walls and tanks
• Concrete block & mortar •Concrete pipe,burial vaults and prestressed beams
Cold weather concreting Packaging
• Structural & plain concrete Fiberstrand 100 is packaged in 0.75 lb (0.34 kg),
Packaging 1.0 lb (0.45 kg) & 1.5 lb (0.68 kg)water dispersible 
Accelguard 80 is packaged  bags as well as 1 yd 3 (0.77 m 3),8 yd 3 (6.1 m 3),
in bulk, 275 gal totes, 55gal 9 yd 3 (6.9 m 3 ) and 10 yd 3 (7.7 m 3) dosage
drums and 5gal pails. rates in polyethylene bags.

Euclid Air Mix Eucon Retarder
AIR MIX is an aqueous solution of highly purified vinsol EUCON RETARDER is a solution of a sodium
resin. AIR MIX is specifically formulated for use as an air lignosulfonate and is completely free of any calc-
entraining admixture for concrete of all types and is ium chloride.It is a water reducing,set retarding ad-
manufactured under rigid control which assures uniform mixture for concrete. It provides increased working
and precise performance. It is compatible with concrete time, better workability,higher durability and 
mixes containing calcium chloride, water reducing reduced shrinkage and permeability.
admixtures or high range water reducing admixtures. Primary Applications
Primary Applications •Structural concrete •Bridge decks
• Ready mixed concrete • Structural concrete •Highway concrete •Warm weather applications
• Mass concrete construction • Paving concrete •Lightweight and expansive concretes
• Exterior concrete work exposed to freeze/thaw Packaging
Packaging EUCON RETARDER is packaged in bulk,275 gal 
AIR MIX is packaged in bulk, 275 gal (1041 liter) totes, (1041 liter)totes,55 gal (208 liter)drums and 5 gal 
55 gal (208 liter) drums and 5 gal (18.9 liter) pails. (18.9 liter) pails.

Euclid Plastol 100
PLASTOL 100 is a high range water reducing admixture for portland cement concrete that uses an optimum
blend of Melamine and Napthalene Sulfonate condensates. This synergistic result gives Plastol 100 the ad-
vantages of both important ingredients to provide the ultimate in superplasticizing. Used as a water reducer,
Plastol 100 can produce concrete with increased early strength gain and superior ultimate strengths. Con-
crete can be placed with lower water to cement ratios providing a more impervious concrete. Early strength
gain allows the forms to be stripped sooner. PLASTOL 100 reduces curing time and increases the resistance
to freeze thaw damage. Chemical attack is reduced by the reduction of capillary formation in the concrete,
minimizing the route of entry. Used as a flowing agent, PLASTOL 100 disperses the cement particles more
uniformly throughout the mix producing high flowability without the use of additional water. Concrete is easier
to pump and place in forms congested with heavy reinforcement steel. Flat work can be placed at higher 
slumps reducing placement and finishing time. When delays occur, the slump can be maintained by adding
small additions of Plastol 100, eliminating the detrimental effect of added water. Since it contains no added
chloride or other potential corroding material, it can be safely used in prestressed & post tensioned concrete.

Packaging
PLASTOL 100 is available in 55 gallon drums , 275 gallon totes, or in bulk.
 http://www.euclidchemical.comwww.eulcidchemical.com

4701 Mike Colalillo Drive Duluth, MN 55807 (218) 628-1027 ph (218) 628-1174 fx


