
������������������������ ��	�
��
���		����������	�
��
���		����������	�
��
���		����������	�
��
���		��������

E3 HP Epoxy Grout Eucoweld
E 3 -HP high performance epoxy grout is a performance EUCO WELD is an aqueous resin adhesive of a 
standard for epoxy grouts. E 3 -HP is formulated from a polyvinyl acetate base, for permanently bonding
new resin technology. Further, a proprietary aggregate plaster, stucco and concrete to damp or dry 
blend has created a grout which exceeds all current concrete and masonry surfaces. Euco Weld 
performance standards. This product is characterized  develops minimum bonding strengths considerably
by high bearing surface, low creep and excellent in excess of 500 psi (3.4 MPa) and has a perform-
flowability. E3-HP is clearly the choice for the toughest ance range of -35F (-37C) to 275F (135C)
and most demanding epoxy installations where bond to without bond failure.
existing foundation and machinery is critical. Primary Applications
Primary Applications • Bonding the finish plaster coat or stucco to 
• Turbines, compressors or stamping machines with  concrete or masonry surfaces
 dynamic loading • Bonding agent in the repair of ceiling and wall
• Industrial areas requiring maximum bond to foundation  structures
 with maximum bearing • May be used to bond new concrete to existing
• Quick re-grouts and start-ups concrete (Note: Do not use Euco Weld in areas
Packaging subjected to constant wet conditions such as
3 -HP is packaged in 1.5 ft 3 (0.042 m 3 ) units. swimming pools, tank linings, parking areas, etc.)
Resin, Part A: 2.54 gal (9.6 liter) • Interior and dry applications
Hardener, Part B: 0.64 gal (2.4 liter) Packaging
Aggregate Filler, Part C: 3/60 lb (27.2 kg) bags EucoWeld is packaged 
 in 55 gal drums, 5gal
 pails, 6/1 gal units per 

 case and 12/1 quart 
units per case.

Euclid Flo Top
FLO-TOP is a free flowing, self-leveling, compound
specially designed for easy application over 
concrete floors as an underlayment for subsequent

Euco 700 placement of floor coverings. It is suitable for use
EUCO 700 is a two component, semi-rigid epoxy for as a repair and leveling course and may be applied
filling control & construction joints in industrial concrete at thicknesses from featheredge to 1". Flo-Top is a
floors. This product supports the joint edges & reduces one part system requiring only the addition of 
spalling of the edges caused by wheel traffic. Euco 700 water for mixing.
has been designed for use in compliance with ACI 302, Primary Applications
Section 4.10 recommendations for epoxy joint fillers • Interior sound concrete sub-surface
used in sawcut/control joints. • Old floors with cut back adhesive
Primary Applications • Repair of old, worn concrete
• Concrete construction & control joints • Wood floors
• Crack filler repair for old floors • Unlevel floors
• Industrial and commercial floors Packaging
• Interior applications Flo-Top is packaged 
Packaging  in 50lb bags that yield
Euco 700 is a two part epoxy product packaged in 1gal approximately .51 ft3 
kits which contain both the hardener and the resin. of material. Coverage
The premeasured mix ratio is 1:1. A 1gal unit is approximately 25sf 
yields 231 in 3 of product. at a 1/4" thickness.
EUCO 700 is also available in 10 gal kits for use  
on large projects in machine placement applications.  

http: www.euclidchemical.com
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