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Eucospeed MP SBR Latex
Euco-Speed MP is a rapid setting, very rapid hardening SBR LATEX is a carboxylated styrene butadiene
magnesium phosphate material for patching & repair of copolymer latex admixture that is designed as an
concrete & masonry surfaces. Euco-Speed MP requires integral adhesive for cement bond coats, mortars &
only the addition of water and can be installed with concrete to improve bond strength and chemical
standard tools, equipment and procedures. It bonds resistance.
tenaciously to properly prepared concrete & provides a Primary Applications
durable patch which is resistant to freeze/thaw cycling • Toppings, patches and leveling courses
and deicing salts. For temperatures above 85 o F, • Thin sets, terrazzo, stucco and bonding coats
Euco-Speed MP Hot Weather should be used. For • General reconstruction work and latex modified
large placements use Euco-Speed MP Hot Weather overlays
extended with pea gravel. • Bridge decks, highways and parking decks
Primary Applications Packaging  
• Bridge decks  SBR LATEX is packaged in 55 gal drums, 5
• Ramps  gal pails and cases of six 1 gal units.
• Parking garages  
• Pavements  

• Floors Concrete Top Supreme
• Walls (formed) Concrete-Top Supreme is a latex and microsilica
• Marine structures modified cementitious mortar designed for use as 
• Joint repairs a concrete repair mortar at thicknesses of 3/8"-2". 
Packaging This product is a one part formula which incorpor-
One 50 lb bag or pail ates powder latex technology. It provides excellent
of Euco-Speed MP durability under freeze-thaw cycling as well as 
mixed with 0.45 gal of reducing ingress by water and de-icing salts. 
water will yield approximately 0.42 cu ft of mortar. Concrete-Top Supreme offers normal set times and
Euco-Speed MP must be extended with up to 30 lb a mid range slump for easy workability.
of 3/8" pea gravel per bag for areas deeper than 1". Primary Applications
Yield will increase to approximately 0.57 ft 3 per bag. • Parking decks • Curbs and gutters

• Docks • Marine structures

Flex-Con • Floors • Ramps
FLEX-CON is a water dispersion of an architectural • Pavements & walkways • Joints
grade acrylic latex specifically designed for modifying Packaging
portland cement compositions. Mortar modified with CONCRETE-TOP SUPREME is packaged in
Flex-Con has improved physical strength, and superior 50 lb moisture resistant bags. When mixed
adhesion to old concrete, masonry, brick, and many with 2.5 quarts of water, yield is 0.40 ft 3 /bag.
other surfaces.  
Primary Applications  
• Admixture for toppings, patches and leveling courses  
• Thin sets, terrazzo, stucco and bond coats  
• Repairs utilizing spray or fill coats  
• General reconstruction work  
• Repairs to precast structural members  
• Architectural panels, bridge decks & highway repairs  
Packaging   
FLEX-CON is packaged in 55 gal drums, 5 gal  
pails and cases of six 1 gal units.  
   
  
  
  

http: www.euclidchemical.com

4701 Mike Colalillo Drive Duluth, MN 55807 (218) 628-1027 ph (218) 628-1174 fx


