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Euclid Thin Top Supreme  Euclid Dam-It
Thin-Top Supreme is a latex and microsilica modified DAM-IT is a fast setting, hydraulic cement 
cementitious mortar designed for use as a floor or deck product formulated to stop leaks in concrete
topping at thicknesses of 1/16" to 3/8". masonry surfaces. It is particularly effective
This product is a one part formula which incorporates for stopping the flow of running water. Dam-It
powder latex technology. It provides excellent durability is ready to use and requires only the addition
under freeze/thaw cycling as well as protection against of water before plugging and sealing cracks.
ingress by water and de-icing salts. Thin-Top Supreme Primary Applications
offers normal set times and a mid range slump for easy •Basement repairs
workability.  •Manhole repairs
Primary Applications  •Concrete pipe and bell repairs
• Parking decks  •Anchoring bolts and hand rail setting
• Docks • Ramps  Packaging
• Marine structures  DAM-IT is packaged in 60 lb pails, 4/12 lb 
• Curbs and gutters  pails per case, 4/12 lb bags per case & 12/
• Pavements  3 lb bags per case.
• Joints • Floors  
Packaging  

Thin-Top Supreme is Eucopatch
packaged in 50 lb EUCOPATCH is a one part, fast setting, 
moisture resistant bags. patching and repair material for use on new
When mixed with 3 qt and existing concrete and masonry surfaces.
of water yield is 0.45cu ft This product is designed for patching or re-
bag. Typical water  construction of damaged concrete or 
requirement is 2.75 - 3.5 quart/ bag. masonry; interior or exterior. Spalled or 
  honeycombed walls, columns and foundat-
 ions; cracked or broken stucco or masonry; 

Eucoshot precast concrete members, curbs, gutters
EUCOSHOT is a microsilica modified, one component, and pavements may be repaired with 
concrete repair material. This cement based, modified EUCOPATCH.
mortar is designed for use on vertical and overhead Primary Applications
surfaces by dry shotcrete (gunite) application. Eucoshot • Walls • Precast panels
is specially formulated for interior and exterior repairs to • Pavements • Columns
concrete and masonry structures. • Curbs and gutters • Masonry units
Primary Applications Packaging
• Parking decks • Dams Eucopatch is packaged in 50 lb bags which
• Bridge structures • Retaining walls yield .44cu ft when mixed with .7 to .75 gal
• Pier and dock supports • Manholes of water. Eucopatch is also available in
• Marine environments • Gunite projects 60 lb pails which yield 0.56cu ft when
• Sewage treatment plants • Tunnels mixed with .84 to .90 gal of water.
Packaging  
EUCOSHOT is packaged in 50 lb moisture resistant  
bags. Yield will vary according to the amount of  
water added during the shotcreting operation.  
Approximate yield is 0.42cu ft per bag when mixed  
with quarts of water.  
   
   
  
  
  

http:www.euclidchemical.com

4701 Mike Colalillo Drive Duluth, MN 55807 (218) 628-1027 ph (218) 628-1174 fx


