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Lite Form® Insulated Concrete Forms

Used in both residential and commercial applications, Lite Form concrete walls forms provide the most
efficient systems of designing and building using concrete. Lite form uses rigid polystyrene insulation
as forms for concrete, tying the two-inch thick styrofoam together with spacer ties for in-wall alignment
and bracing. These ties are placed every 8 inches in the styrofoam insulation, and can be formed into 
virtually any shape. 

Cost Effective
Lite-Form concrete forms can be constructed into any shape, even
shapes that would typically demand specialized equipment or forms.
Using simple hand tools, dimensional lumber and common hardware, even
the do-it-yourselfer is able to create a complex basement or an entire
building with very little supervision.

Energy Efficiency
Lite form is used in both above and below grade construction. 
One of the most common applications of lite form construction is high
efficiency basements on existing homes.

Stronger Concrete
The strength of concrete is achieved through hydration. The chemical
reaction begins as soon as the cement and water are combined, and the
reaction stops when the moisture of the concrete is removed by
evaporation. Using typical forms, concrete would achieve 100% of its
design strength if the forms are kept in place for 28 days, but most
forms are removed 2 to 5 days after the concrete is poured. Because
Lite-Forms are permanent, the concrete is allowed to fully hydrate,
producing concrete that is actually 25-50% greater than its design
strength.
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