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Tamms Chemstop WB Regular & Heavy Tamms Rapid Rock
CHEMSTOP WB is a water based, siloxane/silane RAPID ROCK is a pourable, fast setting, high
water repellent. CHEMSTOP WB Regular is formulated strength, hydraulic cement compound for 
for use on dense surfaces, such as pre-cast or anchoring and grouting.
poured-in-place concrete. CHEMSTOP WB Heavy Features and Benefits
Duty is used on porous surfaces such as light • Mixes in 1 to 3 minutes
weight concrete, concrete block and mortar joints. • Sets in approximately 10 minutes
Features and Benefits • Over 5,000 psi in one hour • No shrinkage
• Will not alter texture or appearance of treated surface • 8,000 psi at final cure •Controlled expansion
• Complies with SS W110C and ASTM E514 Packaging  
• Waterproofs concrete and masonry 5 and 10 pound jars, 20 and 50 pound
• Reduce efflorescence and spalling pails and 50 lb. DOT approved polylined bags.
• Water-based, VOC Compliant   

• Non-staining, Non-yellowing Tamms Aquathane Anti-Graffiti Ctg
• Breathable AQUATHANE is a two component, solvent based,
• Colorless aliphatic urethane coating which has excellent
• Odorless anti-graffiti properties for indoor or outdoor use. It
Packaging combines superior chemical and abrasion resist-
1 gal, 5 gal, and ance with excellent adhesion and weathering that
55 gallon DOT makes particularly effective for protecting surfaces
approved containers. that need to be cleaned frequently with cleaners &

solvents to remove graffiti. AQUATHANE is also an
ideal topcoat for most Tamms Epoxy, Urethane 

Tamms Hey' DI K11 coatings and some masonry coatings.
HEY’DI K-11 is a breathable, two part, polymer modified, Uses
cement based system for water-proofing concrete and Aquathane is used on concrete, concrete block,
masonry. HEY’DI K-11 has a tex-ture and consistency masonry and steel surfaces that are subject to
similar to concrete and may be brush or spray applied. chemical attack, abrasion, severe weathering and 
HEY’DI K-11 becomes an integral part of the wall and graffiti. Typical applications include bridge abut-
waterproofs the negative or positive side through a ment, tunnels, subways, school, public buildings, 
crystallization process. HEY’DI SB is the bonding agent washrooms, kitchens, clean and sanitary rooms, 
used with HEY’DI K-11. It improves adhesion, flexibility and chemical or manufacturing plants.
and the permeability resistance of the system. Packaging
Uses 4 gallon cases and 20 gallon units.
HEY’DI K-11 is applied to below or above grade surfaces   
(interior or exterior) to protect against hydrostatic water Tammsbar
pressure. HEY’DI K-11 can also be used between Tammsbar is a field applied, ambient temperature
horizontal structural slabs. Typical applications include cure, two part, thermosetting, liquid epoxy coating
foundations, basements, tunnels, dams, water reservoirs, used as a touch-up or repair material for items
manholes, sewage and water treatment plants, and any coated with Fusion Bonded Epoxy Coatings. It can
other underground structures. HEY’DI K-11 effectively be applied by brush, roller or spray. Tammsbar
waterproofs concrete, medium/heavy weight concrete is VOC Compliant.
block, brick and shotcrete. Horizontal surfaces treated Uses
with HEY’DI K-11 and subject to traffic must be covered Tammsbar is used to repair scrapes, scars,
with a protective topping. HEY’DI K-11 must be allowed damage or imperfections in Fusion Bonded Epoxy
to cure before applying a finishing floor system. Coated materials.
Packaging Packaging
HEY’DI K-11 is packaged in 50 pound 1 pint (1.24 lbs.), and ½ gal (4.95 lbs) units.
polylined bags. HEY’DI SB Bonding Agent is available  
in 5 gallon pails or cases of 6 - 1 gallon pails.
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