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Tamms Speedcrete 2028 Tamms Speed Plug
SPEED CRETE 2028 is a cement based, ready to use, SPEED PLUG is a quick setting hydraulic cement
patching and repair mortar which sets fast, and compound used to instantly stop running water
and achieves rapid strength gain. or seepage leaks in masonry or concrete.
Features and Benefits Features and Benefits
• Sets fast, with rapid strength gain • Non-shrinking, non-metallic and non-corrosive
• Compressive strength of 2,600 psi within one hour • Stops running water or seepage leaks
• Minimizes prolonged shutdowns • Controlled expansion
• Nonshrink • Can be applied underwater
• Contains a migratory corrosion inhibitor • High strength • Initial set in 1-3 minutes
• Develops tenacious bond Packaging
• Excellent resistance to freeze thaw and deicing 10 lb. tubs; 20 and 50 lb. pails.
chemicals    
• Patch can be coated or overlayed with Tamms epoxy
products after only 24 hour cure.
• Meets or exceeds ASTM C928
Packaging
50 lb. (22.7 kg) DOT approved poly-lined bags.

Tamms Speedcrete Blue Line
SPEEDCRETE BLUE LINE is a fast setting, cement
based concrete and masonry patching compound 
formulated for underwater use.
Features and Benefits
Rapid set, initial set in 3-5 minutes
• Underwater cure • Durable
• High strength
• Used, without forming, at no slump consistency
• Can be “shaved” to desired contour
Packaging
50 lb poly-lined bags, and 50 lb. Pails.  
  

Tamms Speedcrete Red Line  
SPEEDCRETE RED LINE is a fast setting, cement  

based concrete and masonry patching compound. Tamms Speedcrete PM
Features and Benefits SPEED CRETE PM is a one com-ponent, polymer
• Initial set in 8-10 minutes • High strength modified, ready-to-use, cement based concrete
• Final set within 20 minutes • Excellent durability and masonry patching compound that requires
• May be “shaved” to desired shape only potable water for mixing.
Packaging Features and Benefits
50 lb poly-lined bags, and 50 lb pails. • Single component, polymer modified

• Easy mixing and handling
 • Excellent workability

• Contains a migratory corrosion inhibitor
  • Patch from featheredge to 2-3/4 inch
  • After initial set, may be shaved to conform to
  contours of the surrounding surface
  • Develops high strength and tenacious bond
 • Excellent resistance to freeze-thaw & weathering
 Packaging
 50 lb poly-lined bags. 
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