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CertainTeed Form-A-Drain®

CertainTeed FORM-A-DRAIN functions as a permanent foundation footing form system, a foundation 
drainage system and a sub-slab perimeter radon evacuation system. System components are 
manufactured from polyvinyl chloride (PVC) compound. The system consists of 12' (3.66 m) long  
extruded drainage channels, called “lineals,” with sizes of 2.25" by 4" (55 mm by 102.5 mm), 
6" (55 mm by 150 mm), and 8" (55 mm by 205 mm). They are manufactured as hollow rectangular 
tubes with a solid intermediate web which stiffens the section and creates upper and lower channels 
of equal size (no web in 4" height). Lineals have slots in the exterior vertical face to allow the entrance 
of ground water. The water travels through the system to outlet fittings which provide the connection of 
FORM-A-DRAIN to an approved drainage disposal area. The FORM-A-DRAIN system components 
include: lineals, couplings, 90° & 45° corners, vertical “L”s & “T”s, drain outlets, spacer straps and 
grade stakes.

Steel Nail Stakes
Formed steel nail stakes keep wood forms in place
3/4" diameter. Lengths of  12" - 18" - 24" - 30" - 36" - 48"
Packaged in budles of 10.
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Plastiform boards are simple to use. Forms are assembled in the same manner as wood forms.
They can be stacked to any height desired, and used to form elaborate radiused shapes.
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