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Rigid Tools

Stone Systems Cobble Systems
Adoquin stone Belgian Cobblestone
Cantera stone European Fan Cobblestone
Fieldstone Rough River Cobble

Brick Systems Slate Sytems
Rustic Runningbond 12"x12" Slate
Smooth Runningbond 18"x18" Slate

Rigid, durable polyurethane tools with either Smooth Basketweave 24"x24" Slate
polyester hand straps or screw-in rigid handles Smooth Herringbone Ashlar Slate 
represent the highest standard of texturing Normandy Slate
systems in our industry.  Sidewalk Slate

Texturing Skins
Texturing Skin Systems
Frio River Stone Skin
Slate Texture Skin

Flexible and durable concrete texturing skins
are suitable for seamless concrete imprinting or
use with overlayment systems.

Aluminum Imprinting Tool
Aluminum Systems
Ashlar Stone Elongated Basketweave
Random Fieldstone Fishscale Cobblestone
Village Cobblestone Herringbone Brick
Staggered Sawcut Blocks Runningbond Brick
Sawcut Austin Stone 6"x6" Italian Tile
12"x12" Saltillo Tile 8"x8" Quarry Tile
Antique Adobe Brick Hexagon Tiles
Basketweave Brick Morroccan Tile

The original rigid aluminum tooling systems were
utilized by early architectural concrete installation
contractors to create unique imprinted finishes.

Stencils
Stencils are made of water-resistant fiberboard

 with a plastic coating.  The stencils are 22 mil 
thick, and most are available in both adhesive- 
backed and non-adhesive forms.  Stencils are
used in conjuction with color hardeners to create
brick, stone, slate and tile patterns on cast-in-
place concrete.  Stencils are also used in 
conjuction with overlayments on existing concrete.

http:www.qc-products.com
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