
���������������� ����	
��
��
�
����������
����������	
��
��
�
����������
����������	
��
��
�
����������
����������	
��
��
�
����������
������

Sikadur 51 NS Sikadur 23 LoMod Gel
Sikadur 51 NS is a 2-component, non-sagging, solvent- Sikadur 23, Lo-Mod Gel, is a 2-component, 100% 
free, moisture-tolerant, flexible epoxy control joint solids, moisture-tolerant, low-modulus, non-sag,
sealer and adhesive. paste-consistency epoxy resin binder. It conforms 
Where To Use to the current ASTM C-881 and AASHTO M-235
Use to fill vertical and overhead non-moving, saw-cut specifications.
construction control joints and cracks. Where To Use
Use as a flexible adhesive. Use as a binder for epoxy mortar repairs.  As a 
Packaging pick-proof sealant around windows, doors, lock-
3 gallon units ups, etc., inside correctional facilities, schools

and institutions.

Sikadur 51 SL Packaging
Sikadur 51 SL - New and Improved is a 2-component, 4-gal. units.
self-leveling, 100% solids, flexible, control joint

resin sealer and adhesive. Sika CarboDur
Where To Use Sika CarboDur is a pultruded carbon fiber rein-
Use to fill horizontal, non-moving, saw cut forced polymer laminate designed for strengthening
construction control joints and cracks. concrete, timber and masonry structures. Sika 
Use as a flexible adhesive. CarboDur is bonded onto the structure as external
Packaging reinforcement using Sikadur 30 epoxy resin as the
4 gallon units adhesive.

Where To Use

Sikadur 21 LoMod LV Load increases: Increased live loads in warehouses
Sikadur 21, Lo-Mod LV, is a 2-component, 100% solids, Increased traffic volumes on bridges, installation of
moisture-tolerant, epoxy resin binder. It conforms to the heavy machinery in industrial buildings, vibrating
current ASTM C-881 and AASHTO M-235 specifications. structures, and changes of building utilization.
Where To Use Damage to structural parts: Aging of construction
Use as a binder for epoxy mortar for patching & overlays. materials, steel reinforcement corrosion, vehicle
Packaging impact, and fire.
4 gal. units. Serviceability improvements: Decrease in deform-

ation, stress reduction in steel reinforcement, and

Sikadur 22 LoMod crack width reduction.
Sikadur 22, Lo-Mod is a 2-component, 100% solids, Change in structural system: Removal of walls or
moisture-tolerant, epoxy resin binder. It conforms to the columns, removal of slab sections for openings.
current ASTM C881 & AASHTO M235 specifications. Design or construction defects: Insufficient 
Where To Use reinforcements & insufficient structural depth.
Use neat as the binder resin for a skid-resistant broad- Packaging
cast overlay. Use also as the binder resin for Available in any length up to 250m. Type S 512 
epoxy mortar and concrete for patching and overlays. width 50mm. Type S812 width 80mm. Type S1012
Packaging width 100 mm.
4 gal. units

 

SikaWrap Hex 100G  
SikaWrap Hex 100G is a unidirectional E-glass fiber 
fabric. Material is field laminated using Sikadur 300,
Sikadur Hex 300 or Sikadur Hex 306 epoxy to form a 
glass fiber reinforced polymer (GFRP) used to strengthen
structural elements.
Where To Use
Load increases, seismic strengthening of columns and

masonry walls, damage to structural parts, temporary strengthening, change in structural 
 system, and design or construction defects.

  http://www.sikaconstruction.com
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