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Sikadur 42 Grout Pak Sikaquick 1000
Sikadur 42, Grout-Pak is a 3-component, 100% solids, SikaQuick 1000 is a 1-component, rapid harden- 
moisture-tolerant, epoxy baseplate grouting system. ing, early strength gaining, cementitious, patching
Where To Use material for concrete.
Precision seating of baseplates. Grouting under equip- Where To Use
ment, including heavy impact and vibratory machinery, Use on grade, above, and below grade on concrete.
reciprocating engines, compressors, pumps, presses, Highway overlays and repairs, structural repair mat-
etc. Grouting under crane rails. erial for concrete roadways, parking structures, 
Packaging bridges, dams and ramps. Full depth patching re-
0.5 cu. ft. kit: contains 0.9 gallons epoxy (Component pairs, economical patching material for horizontal 
‘A’ and Component ‘B’) in a 5 gallon pail, separated repairs of concrete and mortar.
with a topliner; and 50 lb.... aggregate (Component Packaging
‘C’) in a multi-wall bag. 50-lb. multi-wall bag.

Sikaquick 2500
SikaQuick 2500 is a 1-component, very rapid hard-
ening, early strength gaining, cementitious, patch-
ing material for concrete.
Where To Use
Use on grade, above, and below grade on concrete.
Highway overlays and repairs, structural repair mat-

Sikadur 43 Patch Pak erial for concrete roadways, parking structures, 
Sikadur 43, Patch-Pak, is a 3-component, 100% solids, bridges, dams and ramps. Full depth patching re-
moisture-tolerant, rapid-strength gaining epoxy mortar pairs. Economical patching material for horizontal 
patching kit. repairs of concrete and mortar.
Where To Use Packaging
Use for epoxy mortar patching and overlays on interior, 50-lb. multi-wall bag.
horizontal substrates.

Packaging SikaGrout 212 
70-lb. Patch-Pak kit contains 200.4 fl oz of epoxy resin SikaGrout 212 is a non-shrink, cementitious grout 
(Component ‘A’ and Compo-nent ©B©) in a 3 gal. Can; with a unique 2-stage shrinkage compensating 
52 lb. of aggregate (Component ‘C’) in a multi-wall bag. mechanism. It is non-metallic & contains no chlor-  

ride. With a special blend of shrinkage-reducing

SikaLatex and plasticizing/water-reducing agents, SikaGrout 
SikaLatex is an acrylic-polymer latex. It is a non- 212 compensates for shrinkage in both the plastic 
reemulsifiable, general-purpose bonding agent & an ad- and hardened states. A structural grout, SikaGrout  
mixture to produce polymer-modified concrete & mortar. 212 provides the advantage of multiple fluidity with 
Where To Use a single component. SikaGrout 212 meets Corps  
An admixture in mortar and concrete to improve ad- of Engineers© Specification CRD C621 and ASTM 
hesion, and achieve a denser surface. Use in patching C-1107 (Grade C).
and parge or leveling coats. Use with stucco & terrazzo. Where To Use
As a bonding adhesive in an undiluted form or as a Use for structural grouting of column base plates, 
bonding grout when mixed with sand & portland cement. machine base plates, anchor rods, bearing plates,
Packaging etc. Use on grade, above and below grade, indoors
1 gal. jug, 4/case; 5 gal. pails; 55 gal. drums. and out. Multiple fluidity allows ease of placement: 

ram in place as a dry pack, trowel-apply as a
medium flow pour or 
pump as high flow.
Packaging
6-lb pail, 6/case, 
36/pallet; 50-lb  

   Construction Products multi-wall bags; 
36 bags/pallet.
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