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SikaTop 111 PLUS  SikaTop 144
SikaTop 111 PLUS is a two-component, polymer- SikaTop 144 is a polymer-modified, 2-com-
modified, portland-cement, fast-setting, screed mortar. ponent, cementitious coating. Designed for 
It is a performance repair mortar for horizontal, vertical use on concrete, mortar, and masonry sub-
and overhead applications or form and pour application. strates. Easily applied by brush, roller, or 
It offers the additional benefit of FerroGard 901, a spray equipment. This fine-textured, abrasion
penetrating corrosion inhibitor. resistant coating is used for protection 
Where To Use against deicing salts and for dampproofing/
On grade, above, and below grade on concrete & mortar. waterproofing.
On horizontal, vertical and overhead surfaces.  As a Where To Use
structural repair material for parking facilities, industrial Use on grade, above, and below grade on 
plants, walkways, bridges, tunnels, and dams.  Free concrete, masonry, and mortar.  Use on
flowing repair mortar for hard-to-reach areas.  Filler for horizontal, vertical, and overhead surfaces, 
voids & cavities. Overlay in cathodic protection system. both interior and exterior.  Potable water 
Packaging tanks. Use as a coating over newly repaired 
Comp. A - 1Gal Jug concrete to provide a monolithic/uniform 
Comp. B - 61.5 lb. Multi Wall Bag appearance. Use as a protective coating to 

reduce the affect of deicing salt on concrete.
Use as a protective coating for waterproofing,
dampproofing, and improved resistance to 
weathering. Use on concrete and masonry 

Sikaguard 62 substrates to improve abrasion resistance to 
Sikagard 62 is a 2-component, 100% solids, moisture- foot traffic and light pneumatic-tire traffic.
tolerant epoxy resin. It produces a high-build, protective, Use to coat the backside of architectural 
dampproofing, and waterproofing vapor-barrier system. curtain wall panels to prevent water intrusion 
Where To Use from the outside.
Use as a high build, corrosion-resistant, protective Packaging
coating. Protective lining for secondary containment 5-gal. unit consisting of 3.5-gal. plastic pail 
structures, or as a seamless flooring system. of Component ‘A’ and a 45-lb. multi-wall bag 
Packaging of Component ‘B’.
4-gal. units; 1-qt. units, 12/case.

SikaProof Seal
Sikagard Elastocolor SikaProof Seal modified with SikaLatex 
Sikagard ElastoColor is an elastic, crack-bridging, anti- acrylic dispersion is a two-component, 
carbonation, protective coating. Sikagard ElastoColor polymer-modified, cementitious waterproof
protects structures from the ingress of carbon dioxide coating for concrete and masonry.
and other aggressive atmospheric influences without Where To Use
acting as a vapor barrier and enhances the visual and For interior and exterior waterproofing of
aesthetic appearance of the structure. basements.  For internal and external water-
Where To Use proofing and dampproofing concrete, mortar 
Protective, crack-bridging coating for normal and light- blockwork and brickwork.  For waterproofing
weight concrete, mortar, masonry, and stucco. of drinking water, tanks, reservoirs, and 
Application on vertical, overhead and horizontal surfaces clearwells.  For protection of concrete 
(non-traffic bearing). On buildings or civil engineering structures against the deleterious effects of 
structures subject to cracking. deicing salts and freeze/thaw cycles.
Packaging Vertical surfaces.  Horizontal surfaces
5 gal. reclosable plastic pail. subjected to light foot traffic (i.e., balconies).

Packaging
50 lb. multi-wall bag.
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