
��������	
	������
���������������	
	������
���������������	
	������
���������������	
	������
������� ���	���	���	���	

Sikaflex-1C SL Sikaflex 11FC
Sikaflex-1C SL is a single component, self-leveling, Sikaflex-11 FC is a one-component, gun-grade, 
premium-grade polyurethane sealant with an accel- adhesive and sealing compound of permanent
erated curing capacity. Meets Federal Specifica- elasticity. This dual-purpose material is based on 
tion TT-S-00230C, Type 1, Class A. Meets ASTM a special moisture-cured polyurethane with an
C-920, Type S, Grade P, Class 25, use T, NT, M, accelerated curing time.
O, G, I. Where To Use
Where To Use As an elastic adhesive for:  Cover plates, gaskets
Sikaflex-1C SL is used to seal horizontal expan- and coverings. Acoustical Ceiling tiles, floor mold-
sion joints in concrete and cementitious slabs such ings and door sills, light weight construction mater-
as:  Sidewalks, balconies, pavements, terraces, ials, wood, metal, or plastic window and door 
warehouses, factories, civil structures, and plazas. frames, and roof tiles.  
Packaging As an elastic joint sealer for:  Air ducts and high
10 fl. oz. moisture-proof composite cartridges, 24/ vacuum systems, containers, tanks, and silos.
case. 30oz. moisture-proof composite cartridges, Gaskets in openings in walls or floors for ducts, 
12/case. Available on special order: 5 gallon pails. piling, etc.  Reservoirs or water retaining structures,

aluminum fabrication, and bolted lap joints.
Packaging
Disposable 10.3 fl. oz., moisture-proof composite 
cartridges, 12/case.
 

Sikaflex Sealant/Adhesive Primers
Sikaflex primers are special materials formulated  
to improve the bond of Sikaflex urethane sealants
when applied to specific substrates.

Sikaflex Textured Sealant Where To Use
Sikaflex Textured Sealant is a moisture-cured, 1-comp- Most substrates require a primer only if testing  
onent, polyurethane-based, non-sag elastomeric sealant shows need for it or where the sealant will be 
capable of ±25% joint movement. Meets Federal spec- underwater after cure. Certain substrates do 
ification TT-S-00230C, Type II.  Meets ASTM C920, require a primer under all conditions.
Type S, Grade NS. Packaging
Where To Use Sikaflex 260/205 and 449/203 primers are avail- 
Designed for all types of joints where maximum depth of able in pints, 6/carton.  Sikaflex 429/202 primer is 
sealant will not exceed ½ in.  Suitable for vertical and available in pints, 6/carton; and gallons, 4/carton.
horizontal joints; readily placeable at 40°F (4°C). Has

many applications as an elastic sealant between mat- SikaSwell S-2 
erials with dissimilar coeffi-cients of expansion.  Ideal SikaSwell S-2 is a specially formulated, high-perfor-
for:  Weatherproofing of joints between brickwork, block- mance, swellable, one-component, polyurethane-
work, masonry, wood and concrete or metal frames. based waterstop for use in all kinds of construction 
Joints in walls, balconies, around window/door frames. joints.  Swelling rubber creates a compression seal 
Expansion joints. within joint, blocking the passage of water.
Packaging Where To Use
Disposable 10.1 fl. oz., moisture-proof composite Designed for construction joints in new watertight
cartridges, 24/case. concrete structures. Excellent for sealing pipe pen-

etrations through walls and floor slabs. Excellent for
sealing joints between precast elements. May be 
applied to horizontal, vertical and overhead surf-

http://www.sikaconstruction.com aces. Ideal for watertight construction joints 
between new and existing concrete.
Packaging
Disposable 20 fl. oz., moisture-proof uni-pac
sausages, 20/carton.
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