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Sikaflex 15LM Sikaflex-2C SL  
Sikaflex-15 LM is a low-modulus, high-performance, Sikaflex-2c SL is a 2-component, premium-grade, 
1-component, polyurethane-based, non-sag elastomeric polyurethane-based, elastomeric sealant. It is
sealant. Meets Federal Specification TT-S-00230C, principally a chemical cure in a self-leveling con-
Type II, Class A; ASTM C-920, Type S, Grade NS, sistency. Meets ASTM C-920, Type M, Grade P, 
Class 25, use T, NT, G, M; Federal Specification for Class 25, use T, NT, M, G, A, O, I and Federal 
silicones - TT-S-001543 A, Type non-sag.  Tested in Specification TT-S-00227E.
accordance with ASTM C1382 for use in EIFS Systems. Where To Use
Where To Use Intended for use in all properly designed working 
Excellent for moving joints in vertical applications. joints with a minimum depth of ¼ inch.  Ideal for
Suitable for use between similar as well as dissimilar horizontal applications.  Placeable at temperatures
materials.  Typical applications include joints in con- as low as 40°F.  Adheres to most substrates com-
crete panel and wall systems, around window and door monly found in construction.  Submerged condit-
frames, reglets, flashing, etc.  Exceptional sealant ions, such as canal and reservoir joints.
choice for high-rise and facade applications where high Packaging
movement capability is required.  An effective sealant 1.5 gal. unit. 3 gal. units. Color-pak is purchased 
for use in Exterior Insulation Finish Systems (EIFS). separately. Limestone available pre-pigmented.
Packaging  
Disposable 10.3 fl. oz., moisture-proof composite  
cartridges, 24/case; and uni-pac sausages 20 fl. Oz.,  
20/case. Available on special order: 5Gal & 55Gal
 
 
 

Sikaflex 2C NS
Sikaflex-2c NS is a 2-component, premium-grade,
polyurethane-based, elastomeric sealant. It is prin-

Sikaflex 1A cipally a chemical cure in a non-sag consistency. 
Sikaflex-1a is a premium-grade, high-performance, Meets ASTM C-920, Type M, Grade NS, Class 25,
moisture-cured, 1-component, polyurethane-based, non- use T, NT, M, G, A, O, I and Federal Specification 
sag elastomeric sealant. Meets Federal specification TT-S-00227E, Type II, Class A. Tested in accord-
TT-S-00230C, Type II, Class A. Meets ASTM C-920, ance with ASTM C-1382 for use in EIFS Systems.
Type S, Grade NS, Class 25, use T, NT, O, M, G, I; Where To Use
Canadian standard CAN/CGSB 19.13-M87. Intended for use in all properly designed working 
Where To Use joints with a minimum depth of 1/4 inch.  Ideal for
Designed for all types of joints where maximum depth vertical and horizontal applications.  Placeable at
of sealant will not exceed ½ in.  Excellent for small temperatures as low as 40°F.  Adheres to most
joints and fillets, windows, door frames, reglets, flashing, substrates commonly found in construction.  An
and many construction adhesive applications.  Suitable effective sealant for use in Exterior Insulation Fin-
for vertical & horizontal joints; readily placeable at 40°F. nish Systems (EIFS).  Submerged environments,
Has many applications as an elastic adhesive between such as canal and reservoir joints.
materials with dissimilar coefficients of expansion. Packaging
Submerged conditions, such as canal & reservoir joints. 1.5 gal. unit, 3 gal unit. Color-pak is purchased sep-
Packaging arately. Limestone Gray available pre-pigmented.
Disposable 10.3 fl. oz., 
moisture-proof composite 
cartridges, 24/case;  
and uni-pac sausages, 
20 fl. oz., 20/carton.

http://www.sikaconstruction.com
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