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ULTRITE® DEGREASER LIN-SEAL ANTI-SPALL PENETRATING  SEALER
SEALTIGHT ULTRITE Degreaser is a heavy-duty concrete SEALTIGHT LIN-SEAL Anti-Spall Penetrating Sealer is a 

degreaser and stripper whose natural solvent content is specification-grade formulation of boiled linseed oil in mineral 

biodegradable. It penetrates concrete surfaces on contact to spirits developed to reduce spalling and scaling caused by 

soften, lift and remove a wide range of oils, polymers, fats and deicing salts, water, and other destructive materials. It is ideal 

greases. ULTRITE Degreaser naturally and safely replaces mineral for concrete bridge decks, parking garage decks and ramps, 

spirits and chlorinated solvent-type heavy-duty concrete and to seal, protect, and extend the life of wooden surfaces. 

degreaser products. NOTE: LIN-SEAL is also available in either a clear (LIN-SEAL 

PACKAGING EMULSION) or white pigmented (LIN-SEAL WHITE) Curing & 

1 Gallon Container, 5 Gallon Pail, or 55 Gallon Drum Anti-Spalling Compound. 

SPECIFICATIONS

AASHTO M 233, Most state specifications for anti-spall 

compounds Boiled Linseed Oil...ASTMD260; Federal 

Specification TT-L-190 D

PACKAGING

5 Gallon Pail, or 

55 Gallon Drum

LIQUI-HARD® CONCRETE DENSIFIER
& CHEMICAL HARDENER***
SEALTIGHT LIQUI-HARD Concrete Densifier and Chemical Hardener 

is a ready-to-use, colorless liquid concentration of 100% active 

chemicals that deeply penetrate concrete surfaces. It densifies, HYDRASET® CONCRETE SET ACCELERATOR
dustproofs, and hardens concrete to effectively seal out moisture SEALTIGHT HYDRASET Concrete Set Accelerator is a ready

and other foreign matter. LIQUI-HARD is recommended for to-use liquid admixture which is added to concrete or mortar

applications including industrial and warehouse floors, silos, to accelerate the initial setting time, improve workability, assist

sewage and water treatment plants, chemical and meat processing in strength development, and minimize the danger of frozen 

facilities, refineries, iron aggregate floors, civic centers, sports concrete. It permits earlier removal of concrete forms and 

arenas, stadiums, hospitals, airports, and museums. allows earlier finishing than would otherwise be possible. 

PACKAGING SPECIFICATIONS

5 Gallon Pail, or 55 Gallon Drum ASTM C 494, Type C

AASHTO M194, Type C

Corps of Engineers, CRD C 87, Type C

PACKAGING

5 Gallon Pail, 55 Gallon Drum

EXPO-GLOSS™ “ WET-LOOK”
EXPOSED AGGREGATE SEALER**
SEALTIGHT EXPO-GLOSS Exposed Aggregate Sealer is a 

transparent, high-solids, film-forming, curing and sealing compound 

that resists staining and wear. It is ideal for either freshly finished HYDRASET-FREE® NON-CHLORIDE
or old exposed aggregate surfaces. EXPO-GLOSS is specifically CONCRETE SET ACCELERATOR
formulated to enhance the beauty of natural stone in exposed SEALTIGHT HYDRASET-FREE Non-Chloride Concrete Set 

aggregate surfaces while providing maximum surface protection. Accelerator is a ready-to-use, liquid admixture. It accelerates 

Available in clear and brown. initial setting time one to three times faster than normal for 

SPECIFICATIONS concrete and mortar. HYDRASET-FREE improves workability 

ASTM C 309, Type 1, Class B and strength while it hastens the hydration of cement. There is 

ASTM C 1315, Type I, Class C no chemical reaction with steel reinforcing. HYDRASET-FREE 

PACKAGING can be used whenever the temperature is below 70°F (21°C). 

1 Gallon Can, 5 Gallon Pail, or SPECIFICATIONS

55 Gallon Drum ASTM C 494, Types C & E

AASHTO M 194, Type C

Corps of Engineers,  

CRD C 87, Type C

PACKAGING

5 Gallon Pail, 55 Gallon Drum
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