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CS-309™-25 ACRYLIC CURING CS-309/30™-CLEAR CONCRETE CURING AND 
AND SEALING COMPOUND** SEALING COMPOUND**
SEALTIGHT CS-309-25 Acrylic Curing and Sealing Compound is a SEALTIGHT CS-309/30-Clear Concrete Curing Compound  

clear, transparent, ready-to-apply, non-yellowing compound that is a non-yellowing formulation with 30% solids content. It 

cures and seals freshly placed exterior concrete in one provides high water retention...excellent curing qualities in a

economical operation. It is ideal for commercial and industrial quick, easy and economical formulation for exterior horizontal

concrete surfaces, sidewalks, patios, multi-level parking decks, and vertical applications. 

driveways, parking areas, etc. SPECIFICATIONS

SPECIFICATIONS ASTM C 309,Type 1, Class B

ASTM C 309,Type 1, Class B AASHTO M 148, Type 1, Class B

AASHTO M 148, Type 1, Class B ASTMC1315 Type I, Class A

ASTM C 1315, Type I, Class A PACKAGING

USDA Accepted 5 Gallon Pail, 55 Gallon Drum

PACKAGING

1 Gallon Can (6 per case), 

5 Gallon Pail, 55 Gallon Drum

VOCOMP®-20 WATER-BASE ACRYLIC
CURING AND SEALING COMPOUND*
SEALTIGHT VOCOMP-20 Water-Base Acrylic Curing and 

Sealing Compound is a ready-to-use compound of special

TIAH® ACRYLIC CONCRETE SEALER** acrylic polymers in a true water-base carrier. It is ideal for

SEALTIGHT TIAH Acrylic Concrete Sealer provides weatherproof, interior commercial and industrial concrete floors, basement

stain-resistant and dustproof sealer that enhances the beauty of and garage floors, and parking decks. VOCOMP-20 is also

most cementitious materials. It is ideal for use on driveways, patio applicable for exterior sidewalks, driveways, patios, and

industrial floors, loading docks, swimming pool areas and exposed parking areas.

aggregate. Used with SEALTIGHT CS 309-25 Curing Compound, SPECIFICATIONS

the two products are an outstanding and complete concrete ASTM C 309, Type 1, Class B

cure/seal system. AASHTO M 148, Type 1, Class B

SPECIFICATIONS Complies with the ultraviolet light degradation-yellowing 

ASTMC309, Type 1, Class B classification of ASTM C 1315, Class A, Section 6.4.1.

AASHTO M 148, Type 1, Class B USDA Accepted

ASTMC 1315, Type I, Class A PACKAGING

Dried film is USDA Accepted 1 Gallon Can (4 per case), 5 Gallon Pail, or 55 Gallon Drum

PACKAGING

1 Gallon Container, 5 Gallon Pail, 

or 55 Gallon Drum

VOCOMP®-30 30% SOLIDS WATER-BASE ACRYLIC  
CURING AND SEALING COMPOUND **
SEALTIGHT VOCOMP-30 30% Solids Water-Base Acrylic Curing and 

Sealing Compound is a ready-to-use formulation using “state-of-the-art” 

resins in a true water-base carrier. It is used to cure, seal, and dustproof 

new and old, interior and exterior, vertical and horizontal concrete surfaces on commercial and industrial floors, 

sidewalks, basement and garage floors, multi-level parking decks, patios, driveways, and parking areas.

SPECIFICATIONS

ASTM C 309, Type 1, Class B

AASHTO M 148, Type 1, Class B

ASTM C 1315, Type I, Class A

USDA Accepted.

PACKAGING:

1 Gallon (4 per case), 5 Gallon Pail, or 55 Gallon Drum
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