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1200-WHITE SERIES WATER-BASE WHITE 2200-WHITE SERIES (PAM)
PIGMENTED CURING COMPOUNDS* CONCRETE CURING COMPOUNDS*
SEALTIGHT 1200-WHITE SERIES Water-Base White Pigmented SEALTIGHT 2200-WHITE SERIES Poly-AlphaMethylstyrene, 

Concrete Curing Compounds are a resin-based dispersion with White Pigmented, Concrete Curing Compounds are styrene-  

white pigments, providing an impermeable film with optimum water based, high solids, and ready-to-use.  Each product in the

retention. These products reflect the sun’s heat-producing rays to 2200-White Series contains alkali-resistant resins that

keep concrete cooler. They are specifically compounded for withstand alakli exposure indefinitely and allow adhesion of

Federal, State, and Municipal highway and airport paving projects. subesuent adhesives or coatings, with excellent moisture

SPECIFICATIONS*** retention.  The resins also offer improved resistance to

ASTM C 309,Type 2, Class B oil, grease, gasoline and acids.  The 200-White Series is 

AASHTO M 148, Type 2, Class B is abrasion-resistant and contains white pigmentation

PACKAGING that reflects the sun’s rays, cooling the  concrete and

5 Gallon Pail, 55 Gallon Drum reducing expansive and contractive stress cracking.

SPECIFICATIONS***

ASTM C 309, Type 2, Class B

AASHTO M 148, Type 2, Class B

ASTM C 1315, Type II, Class A

PACKAGING

1600-WHITE SERIES WATER-BASE 5 Gallon Pail and 55 Gallon Drum

WAX-BASE CONCRETE CURING COMPOUNDS*
SEALTIGHT 1600-WHITE SERIES Water-Base, Wax-Base Concrete 

Curing Compounds provide an impermeable seal with optimum 

water retention. They are ideal for application on exterior horizontal MED-CURE™
surfaces such as highways, airport runways and street and CONCRETE CURING COMPOUND
curb paving. SEALTIGHT MED-CURE Concrete Curing Compound is  

SPECIFICATIONS*** specifically formulated to supplement SEALTIGHT curing 

ASTM C 309,Type 2, Class A compounds and provide contractors with a good, general 

AASHTO M 148, Type 2, Class A purpose  curing compound for construction applications 

PACKAGING where economy is of prime importance. It may be used for

5 Gallon Pail, 55 Gallon Drum curing exposed concrete floor slabs, sidewalks, driveways,

beams, columns, etc. 

PACKAGING

1300-CLEAR WATER-BASE 5 Gallon Pail, 55 Gallon Drum

WAX-BASE CONCRETE CURING COMPOUND*
SEALTIGHT 1300-CLEAR Water-Base, Wax-Base Concrete Curing 

Compound is a wax-solids product for use on freshly placed 

concrete. It is recommended for use on both interior and exterior, 

horizontal or vertical concrete applications including floors, walls, 

sidewalks, etc., where subsequent surface treatments will not 

be applied. 

SPECIFICATIONS***

ASTM C 309,Type 1, Class A 1100-CLEAR SERIES WATER-BASE
AASHTO M 148, Type 1, Class A CONCRETE CURING COMPOUNDS*
PACKAGING SEALTIGHT 1100-CLEAR SERIES Water-Base 

5 Gallon Pail, 55 Gallon Drum Curing Compounds are resin-based products for use 

on freshly placed concrete surfaces. They provide 

an impermeable film for optimum water retention on 

vertical, horizontal interior and exterior concrete 

surfaces.

SPECIFICATIONS***

ASTM C 309,Type 1, Class B

AASHTO M 148, Type 1, Class B

PACKAGING

5 Gallon Pail, 55 Gallon Drum
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