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REZI-WELD™ GEL PASTE STATE REZI-WELD™ FLEX SEMI-RIGID
UNITIZED CARTRIDGE EPOXY EPOXY JOINT SEALANT
SEALTIGHT REZI-WELD GEL PASTE STATE is a trowel grade two- SEALTIGHT REZI-WELD FLEX Semi-Rigid Epoxy Joint 

component, rapid setting epoxy compound designed for general Sealant is a two-component, pourable consistency, moisture-

concrete repair work. It is an easy-to-mix, easy-to-apply, non-sag insensitive epoxy joint filler/sealant. It is recommended for use

gel ideal for filling cracks, anchoring dowels, making small patches as a joint filler sealant for narrow saw cuts, construction joints

and general repairs in horizontal, vertical and overhead in interior concrete floors subjected to load bearing and

concrete surfaces.  Sealtight Rezi-Weld Gel Paste State is VOC impact conditions, random crack filling or repairing and as a 

compliant and color coded to help assure proper mixing. traffic loop control wire joint filler. 

SPECIFICATIONS PACKAGING

•ASTM C 881, Type I, II, IV &V, 1 Gallon Unit

Grade 3, Class B and C

•AASHTO M 235, Type I, II, IV &V, 

Grade 3, Class B and C, 

•I.C.B.O. - E.S., E.R. # 5000, 

City of L.A., R.R. # 25247

PACKAGING Rezi-Weld LV Low Viscosity Injection Epoxy & 
20 oz. Unit (12 per carton) Rezi-Weld Rapid Set Epoxy Injection Pre-Pak

SEALTIGHT REZI-WELD LV Low Viscosity Injection Epoxy

and REZI-WELD RAPID SET (LV) Epoxy Injection Pre-Pak are

POLY-GRIP™ TWO-COMPONENT, clear two-component, low-viscosity epoxy compounds. REZI-

POLYESTER-BASED ANCHORING ADHESIVE, WELD LV can be used where easy-flowing, thin-consistency

UNITIZED CARTRIDGE SYSTEM securing material is required and for producing a patching

POLY-GRIP is a two-component, non-sag, polyester-based, very or grouting mortar. REZI-WELD RAPID SET is ideal for interior

rapid curing and hardening, high strength, structural anchoring or exterior gravity-fed or pressure-injected crack sealing

adhesive packaged in a unitized cartridge system.  It is moisture repairs, bonding, or setting applications. 

insensitive and suitable for damp environments.  POLY-GRIP is SPECIFICATIONS - REZI-WELD LV

suitable for hollow block and screen systems.  The product is •ASTM C 881, Type I, II, IV, and V, 

ideal for structural anchoring and doweling in a wide range of Grade 1, Class B and C

temperatures [200 F (70 C) –1000 F (37.80 C)].  This product is •AASHTO M 235, Type I, II, IV, and V, 

suitable for interior or exterior applications, industrial, residential Grade 1, Class B and C

and civil engineering applications.  The very rapid-hardening •USDA Accepted

properties of POLY-GRIP ensure minimum downtime and quick PACKAGING - REZI-WELD LV

bolt-up time. 1 Gallon Unit or 1 Quart Unit (6 per carton)

PACKAGING SPECIFICATIONS - REZI-WELD RAPID SET

28 fl. oz. cartridges (8 per carton) •ASTM C 881, Type I and II, Grade 1, Class B and C

•AASHTO M 235, Type I and II, Grade 1, Class B and C

•USDA Accepted

PACKAGING - REZI-WELD RAPID SET

Two pre-measured components in a single cartridge 

containing 10 ounces of epoxy when properly mixed.
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