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ASPHALT EXPANSION JOINT FILLER DECK-O-FOAM® EXPANSION JOINT FILLER
SEALTIGHT ASPHALT Expansion Joint Filler is a waterproof, SEALTIGHT DECK-O-FOAM Expansion Joint Filler is a light-

permanent, flexible, and self-sealing joint used in 80% of all control weight, non-staining, polyethylene, closed-cell product for 

 joint applications. It is ideally suited for joints in sidewalks, expansion, contraction and/or isolation joint applications. It is 

driveways, streets, single and multi-level floor slabs. ideal for swimming pool decks, curb and gutter work, floor 

SPECIFICATIONS slabs, pavement patch repair, sidewalks, driveways, plazas, 

•ASTM D 994                    •AASHTO M 33 parking decks, highways and airport runways. 

•FAA P610-2.7 PACKAGING

PACKAGING Sizes: Thickness-1/4”, 

Sizes: Thickness-1/4”, 3/8”, 1/2”, 3/4”, 1” and 1/2”

Width-2” to 36” in 1/2” increments Width-3”, 31/2”, 4”, 5”, 

Length-5’, 6’, 10’ 6”, 8” 12”, 48”

Length-50’ and 100’

FIBRE EXPANSION JOINT FILLER
SEALTIGHT FIBRE Expansion Joint Filler is a versatile, resilient, CORK EXPANSION JOINT FILLER
flexible, and non-extruding joint composed of cellular fibers SEALTIGHT CORK Expansion Joint Filler is highly resilient, can 

securely bonded together and uniformly saturated with asphalt by compress without extrusion, and recover 95% of its original 

a special patented process. It is ideal for use on highways, streets, thickness. It is used where it is essential that joints be kept 

airport runways, sidewalks, driveways, flatwork, and scores of sealed at all times such as in sewage plants, flood walls, 

commercial and industrial applications. spillways, filtration plants plus numerous commercial and 

SPECIFICATIONS industrial applications. 

•ASTM D 1751                  •AASHTO M 213 SPECIFICATIONS

•Corps of Engineers Specifications CRD-C 508 •ASTM D 1752, Type 2     •AASHTO M 153, Type 2

•FAA P610-2.7 •Corps of Engineers Specification CRD-C 509, Type 2

PACKAGING •FAA P610-2.7

Sizes: Thickness-1/4”, 3/8”, 1/2”, 3/4”, 1” PACKAGING

Width-2” to 48” in 1/2” increments Sizes: Thickness-1/4”, 3/8”, 1/2”, 3/4”, 1”

Length-5’, 6’, 10’, 12’ Width-4” to 36” in 1/2” increments

Length-5’ and 10’

CERAMAR® FLEXIBLE FOAM EXPANSION JOINT
SEALTIGHT CERAMAR Flexible Foam Expansion Joint is a light- SELF-EXPANDING CORK
weight, flexible, highly resilient, unique synthetic foam offering EXPANSION JOINT FILLER
recovery capabilities of over 99% with virtually no water SEALTIGHT SELF-EXPANDING CORK Expansion Filler is 

absorption. It is recommended for either horizontal or vertical formed and compressed under heat and pressure to permit 

applications where expansion and contraction movements must expansion up to 140% of the original thickness allowing the 

be accommodated. filler to compensate for concrete shrinkage. It is recommended

SPECIFICATIONS where critical joints be kept sealed in areas such as in 

•ASTM D 5249, Type 2 sewage plants, dams, flood walls, spillways, filtration plants, 

PACKAGING and in numerous commercial and industrial applications. 

Sizes: Thickness-1/4”, 3/8”, 1/2”, 3/4”, 1” and 2” SPECIFICATIONS

(Thicker sizes laminated) •ASTM D 1752, Type 3      •AASHTO M 153, Type 3

Width-2” to 48” in 1/2” increments •Corps of Engineers Specification CRD-C 509, Type 3

Length-10’ and 12’ (2”) •FAA P610-2.7

PACKAGING

SPONGE RUBBER EXPANSION JOINT FILLER Sizes: Thickness-1/2”, 5/8”, 3/4”,1”

SEALTIGHT SPONGE RUBBER Expansion Joint Filler is produced (Thicker sizes laminated)

to a uniform thickness and density which is easily compressed Width-3” to 36” in 1/2” increments

and has a recovery of 95% or more of the original thickness. Length-5’

It is frequently used on bridge structures and sewage plants. 

SPONGE RUBBER is also used around supporting pillars, drains,

hydrants, lamp and sign posts, etc.

SPECIFICATIONS PACKAGING

•ASTM D 1752, Type 1      •AASHTO M 153, Type 1 Sizes: Thickness-1/4”, 3/8”, 1/2”, 3/4”, 1”

•Corps of Engineers Specification CRD-C 509, Type 1 Width-Available in sheets 36” in width.

•FAA P610-2.7 Can be cut to any intermediate width.    Length-10©
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