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#158 COLD-APPLIED RUBBER-ASPHALT SEALER SAFE-SEAL® 3405 COLD-APPLIED
SEALTIGHT #158 Cold-Applied Rubber-Asphalt Sealer is a single HORIZONTAL CRACK AND JOINT SEALANT
component sealing compound developed for complete joint filling SEALTIGHT SAFE-SEAL 3405 Cold-Applied, One Component, 

of contraction and dummy joints in pavement, curb and gutter Horizontal Crack and Joint Sealer is a high performance,

sections. It prevents the penetrations of water and polymer modified asphalt emulsion, self leveling, pourable 

incompressibles into the joint. sealant. Easy to apply...pours directly from the container. 

SPECIFICATIONS The only asphaltic-based, one-part cold applied sealer to

•Federal Specification SS-S-158A meet the demanding performance chracteristics of ASTM

•ASTM D 1850 D3405. The product develops a “skin” quickly and will take

PACKAGING quickly and will take traffic within two hours or less. Soft, 

50 lb. Pail or 455 lb. Drum flexible sealer for either concrete or asphalt pavement repairs.

It is ideal for small. medium or large scale sealing projects on

highways, street maintenance, driveways, tennis courts, airport 

aprons or runways.  For applications not requiring the stringent 

specifications of ASTM D 3405, SEALTIGHT SAFE-SEAL

High Solids, Cold-Applied, One-Component Horizonal Crack

and Joint Sealer is available. 

COLD-APPLIED SOF-SEAL®  LOW MODULUS
HORIZONTAL JOINT SEALANT SPECIFICATIONS

SEALTIGHT SOF-SEAL Cold-Applied Low-Modulus Horizontal •ASTM D 3405   •ASTM D 1190

Joint Sealant is a premium-quality, cold-applied, two-component, •ASTM D 6690, Type I, II and III

polymeric, pourable sealant developed as a versatile, easy-to- •AASHTO M 301            

apply, cost-effective method for preventative maintenance service •AASHTO M 173               

on all types of crack and joint sealing projects. It works well with •Federal Specification SS-S-1401C

either Portland Cement or asphaltic concrete. •Federal Specification SS-S-164

PACKAGING PACKAGING

3 Gallons in a 3.5 Gallon Container, shipping weight 1 Gallon Container, 5 Gallon Pail,  

approximately 32 lbs.

GARDOX® HORIZONTAL JOINT SEALANT
SEALTIGHT GARDOX Horizontal Joint Sealant is a pourable,

POLY-JET® 1614 POLYMERIC two-component, cold-applied compound for sealing horizontal

HOT-APPLIED SEALANT joints in concrete. It is recommended for sealing highways

SEALTIGHT POLY-JET 1614 Polymeric Hot-Applied Joint Sealant is airport runways, bridges, plaza decks, and driveways. 

a single-component product for sealing cracks and joints in Interior applications include industrial, garage and hanger floor 

Portland Cement concrete pavements that may be subject to jet joints. GARDOX is resistant to jet fuel, oil, and gasoline. 

fuel, gasoline, motor oil, and anti-freeze spillage. It is ideal for joint SPECIFICATIONS

sealing on concrete highways, bridges, airport runways, •ASTM C 920, Type M, Grade P, Class 25, Use T

taxiways, refueling, and maintenance areas. •Federal Specification SS-S-200D, Type H

SPECIFICATIONS •Federal Specification SS-S-195, Type H

•ASTM D 1854                     •ASTM D 3581 •CRD-C 526, Type H

•AASHTO M 282 •FAA Item P-605

•Federal Specification SS-S-1614 (A) PACKAGING

•Federal Specification SS-S-167 (B) 1 Gallon or 

•Note: POLY-JET 1614 does not   4 Gallon Unit 

meet the resilience requirements with drop in tray

of ASTMD3406.
PACKAGING

50 lb. Pail
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