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#164 POLYMERIC HOT-APPLIED SEALANT HI-SPEC POLYMERIC HOT-APPLIED SEALANT
SEALTIGHT #164 Polymeric Hot-Applied Sealant is an economical SEALTIGHT HI-SPEC Polymeric Hot-Applied Sealant is a 

joint sealer combining tenacious bonding power and high resiliency premium-quality, single-component pavement joint sealant 

to provide a positive joint seal during expansion and contraction. It  recognized by both public and private sectorsealing contractors 

is ideal for large-scale joint and crack sealing operations.  as the “best available and most cost efficient” in the industry. 

SPECIFICATIONS It is recommended for a broad range of joint and random crack 

•ASTM D 1190 sealing applications in both concrete and asphalt pavements. 

•ASTM D 6690,Type I SPECIFICATIONS

•AASHTO M 173 •ASTM D 3405

•Federal Specification SS-S-164 •ASTM D 6690, Type I, II, and III

•FAAP 605 •AASHTO M 301

•State Department of Transportation Specifications •Federal Specification SS-S-1401C

PACKAGING •CRD-C 530

50 lb. Pail or 55 lb. Carton containing two (2) 27.5 lb. blocks PACKAGING

individually wrapped in poly bag liners. 50 lb. Pail or 55 lb. Carton containing two (2) 27.5 lb. blocks 

 individually wrapped in poly bag liners.

3405 POLYMERIC HOT-APPLIED, SINGLE  DIRECT FIRE HOT-APPLIED
COMPONENT JOINT SEALANT PARKING LOT SEALANT (PLS)
SEALTIGHT 3405 Polymeric Hot-Applied, Single Component SEALTIGHT Direct Fire Parking Lot Sealant (PLS) is a single 

Compound 3405 is specifically formulated for cost-effective crack component, hot-applied, self-leveling sealant for use in 

and joint sealing in Portland Cement and asphaltic concrete sealing joints and cracks in asphaltic concrete pavements. 

 highways.  The product offers excellent bonding properties, high PLS is easily melted in a direct fire kettle and forms a flexible,

resiliency and resistance to weather degradation.  It is ideal for resilient, non-tracking seal suitable for use on both 

large, medium and small-scale sealing projects.  For various state highways and parking lots. 

applications requiring D-3405 Modified Low Modulus Specifications, PACKAGING

SEALTIGHT 3405-M Modified Low-Modulus, Hot-Applied, Single 50 LB. carton containing (2) 25-pound blocks individually

Component, Polymeric Compound is also available. wrapped in poly bag liners.

SPECIFICATIONS (3405)

•ASTM D 3405    •ASTM D 1190

• ASTM D 6690, Type I, II and III

•AASHTO M 301 •AASHTO 173

•Fed. Spec. SS-S-1401C

•Fed. Spec. SS-S-164

SPECIFICATIONS (3405-M)

• ASTM D 6690, Type IV

PACKAGING

55lb. carton, containing two (2) 27.5 lb. blocks individually wrapped 

in poly bag liners.  For economical sealing of cracks and joints in

Portland Cement and asphaltic concrete, two hot-applied single 

component products are also available- SEALTIGHT CR-90 Crack 

Filler and SEALTIGHT 1190 POLYMERIC COMPOUND. 
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