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MEADOW-PLUG™ ONE-COMPONENT, SUPER- MEADOW-CRETE® GPS ONE-COMPONENT,
FAST SETTING, HYDRAULIC REPAIR MORTAR GENERAL PURPOSE, POLYMER-MODIFIED,  
MEADOW-PLUG is a specially blended, extremely fast setting VERSATILE REPAIR MORTAR
hydraulic cement product designed to instantly stop running water MEADOW-CRETE GPS is a one-component, trowel applied or 

or fluid seepage in concrete or masonry structures. This single- pneumatically applied (wet process), corrosion inhibitor 

component, high strength repair mortar permanently plugs non- enhanced, polymer-modified, shrinkage-compensated, fiber 

moving cracks, joints and voids.  The product expands as it sets.  reinforced, micro silica enhanced, cementitious repair mortar

It is non-metallic, non-corrosive and will not stain.  MEADOW-PLUG . for horizontal, vertical and overhead applications.  With its 

provides good sulfate resistance…may be topcoated within one fiber-reinforcement, it provides improved bond, as well as

hour.  Once mixed with water to a putty-like consistency, increased tensile and flexural strengths. Other properties

MEADOW-PLUG may be hand-formed to quickly stop active fluid include low permeability, protection of embedded reinforcing

leaks in basements, tunnels, swimming pools, sewers, non-potable steel, low rebound, excellent freeze-thaw resistance and

water tanks, voids around pipes and wall tie holes.  It seals long term stability.  Using the wet-spray process, a low in-

construction joints between floors and walls. MEADOW-PLUG is place cost can be achieved.  The product is ideal for patches

versatile enough for either vertical or horizontal applications; below, from 1/4” to deep horizontal, vertical and overhead repairs

above or on grade. Its controlled expansion formulation permanently and resurfacing of concrete, either small or large areas, 

holds the repair in place on exterior, interior, as well as, interior or exterior applications.  MEADOW-CRETE GPS is 

underwater installations. suitable for industrial and civil engineering applications. 

PACKAGING PACKAGING

50lb. (22.7 kg) Pails 50 lb. (22.7 kg) 

8 lb. (3.6 kg) Tubs Moisture-Resistant Bags

Meadow-Crete FNP One-Comp., Flowable, 
Form & Pour Structural Repair Mortar

FUTURA® -15 VERY-RAPID HARDENING MEADOW-CRETE FNP is a one-component, flowable, 

HORIZONTAL REPAIR MORTAR shrinkage-compensated, corrosion-inhibitor enhanced, repair

FUTURA-15 is a one-component, cementitious, shrinkage mortar forstructural applications.  MEADOW-CRETE FNP can

compensated, very rapid-hardening structural repair mortar be formed and poured or formed and pumped, utilizing a 

designed for horizontal applications.  FUTURA-15 is composed of suitable grout pump. It has a low permeability, protects

selected cements, graded sands and chemical additives.  This reinforcing steel and provides a lower in cost placement. 

proprietary blend produces a very rapid-setting structural repair It is deal for the re-instatement or repair of beams, columns,

mortar, even in cold weather conditions, without the aid of chloride balcony edges, or for partial depth or full depth replacement. 

or gypsum based accelerators.  It minimizes cracking and de- MEADOW CRETE FNP is suitable for industrial, residential and

bonding…will not promote reinforcing steel corrosion.   Excellent civil engineering applications. 

resistance to freeze-thaw and wet environments.  The product PACKAGING

can be extended up to 50% by weight with aggregate.  50 lb. (22.7kg) 

FUTURA-15 is ideal for structural patching of concrete pavements, Moisture-Resistant Bag

bridges, parking decks, airport runways and taxiways.  

FUTURA-15 is also designed for repair of industrial floors, 

expansion joint nosings, sidewalks and general commercial MEADOW-CRETE H2 TWO-COMP. POLYMER-
applications, along with grouting keyways. MODIFIED, HORIZONTAL REPAIR MORTAR
SPECIFICATIONS MEADOW-CRETE H2 is a two-component, trowel-applied, 

Conforms to ASTM C 928-99a “Packaged, Dry, Rapid-Hardening corrosion inhibitor enhanced, polymer-modified, shrinkage-

Cementitious Materials for Concrete Repair,” Classification R3, compensated, cementitious repair mortar for horizontal appli-

Very Rapid-Hardening cations. It offers an enhanced bond, good abrasion 

PACKAGING resistance, increased longevity, excellent freeze-thaw 

50 lb. (22.7 kg) resistance and long-term stability. It features low permeability

Moisture-Resistant Bags which protects embedded reinforcing steel. The product’s

creamy consistency makes finishing easy.  Meadow-crete 

H2 is designed for horizontal repairs of concrete, both small

and large areas, interior and exterior applications, a minimum

of 1/4" deep.

PACKAGING

55 lb. (25kg) Moisture Resistant Bag
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