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SNAP-CAP® EXPANSION JOINT CAP REZI-WELD™ 1000 MULTI-PURPOSE
SEALTIGHT SNAP-CAP Expansion Joint Cap is a time and cost- CONSTRUCTION EPOXY
saving method for forming straight, uniform and debris-free joints SEALTIGHT REZI-WELD 1000 Multi-Purpose Construction

in the proper configuration which are ready to seal. It is Epoxy is a two-component, medium viscosity, self-leveling,

recommended for use on both horizontal and vertical applications premium-grade epoxy structural adhesive. It is used  neat 

where fast, neat and economical joint reservoirs are required. to bond freshly mixed concrete to a sound hardened concrete

PACKAGING base...or bond old concrete, metals, and other materials to 

Sizes: Widths 3/8”, 1/2”, 3/4”, 1” hardened concrete...secure metal anchors, bolts, rebars,

Length: 10’ Lengths and dowels in concrete...patching and grouting concrete 

pavement spalls or defects...or with a thin sprinkling of grit or

sand to form a non-skid pathway. 

SPECIFICATIONS

SPEED-E-JOINT® PREFORMED •ASTM C 881, Type I, II, IV and V, 

CONTRACTION JOINT Grade 2, Class B and C

SEALTIGHT SPEED-E-JOINT Preformed Expansion Joint is made •AASHTO M 235, Type I, II, IV and V, 

from two solid vinyl pieces which are preassembled for easy Grade 2, Class B and C

handling and installation. It provides a straight line, plane of PACKAGING

weakness crack on the surface of the concrete slab and locks into 1 Quart unit (6 per carton), 1 Gallon Unit (4 per carton), 

the aggregate just below the surface. Top section is removable 2 Gallon Unit (2 per carton), or 10 Gallon Unit.

once the joint has been correctly placed in wet concrete. 

PACKAGING

Sizes: Widths 1”, 11/2”, 2”

Length: 10’ 

PVC WATERSTOPS
POLYVINYLCHLORIDE WATERSTOPS
SEALTIGHT PVC Polyvinylchloride Waterstops are extruded from 

high-quality PVC resins that offer long-life performance, resistance 

to abrasion and attack by ozone, oxygen, alkalies, and waterborne REZI-WELD™ GEL PASTE
chemicals. They prevent passage of water from liquid containing TROWEL-GRADE CONSTRUCTION EPOXY
structures and through foundation walls or tunnels at construction SEALTIGHT REZI-WELD GEL PASTE Trowel-Grade 

and expansion joints. Construction Epoxy is a two-component high-viscosity, 

SPECIFICATIONS color-coded epoxy compound. It offers an ideal consistency

U.S. Corps of Engineers Specification CRD-C 572 for patching and general repairs in vertical and overhead 

PACKAGING structural concrete surfaces. 

Rolls of 50 and 100 Lineal Feet each SPECIFICATIONS

Color: Green •ASTM C 881, Type I, II, IV and V, 

Grade 3, Class B and C

•AASHTO M 235, Type I, II, IV, and V, 

Grade 3, Class B and C

PACKAGING

1 Quart Unit (6 per carton), 1 Gallon Unit (4 per carton), 

2 Gallon Unit (2 per carton) or 10 Gallon Unit.
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