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MULTIQUIP ® MIKASA VIBRATORY PLATE COMPACTORS

MVC-64 MVC-77 MVC-88

Thousands of satisfied users know that Mutliquip has it all - top performance, easy handling,
low maintenance, and long life. The industry standard for compacting soils and asphalt.

Exciter
Plate Centr. Speed Water Travel

Model Wt. Size Force RPM Eng. / HP Cap. Speed

ONE-WAY PLATE COMPACTORS (WITH ROBIN-EH OR HONDA-GX GAS ENGINES)

MVC-60H 132 lb. 13.5"x20" 2,271 lb. 5600 GX-120/4.0 N/A 82'/min. 5,658 sf/min.
MVC-77 166 lb. 17"x22.4" 3,350 lb. 5800 EH-170/6.0 13.7 Qt. 82'/min. 6,970 sf/min.
MVC-77H 163 lb. 17"x22.4" 3,350 lb. 5800 GX-160/5.5 13.7 Qt. 82'/min. 6,970 sf/min.
MVC-77S 166 lb. 17"x22.4" 3,350 lb. 5800 EH-170/6.0 N/A 82'/min. 6,970 sf/min.
MVC-77SH 163 lb. 17"x22.4" 3,350 lb. 5800 GX-160/5.5 N/A 82'/min. 6,970 sf/min.
MVC-88GH 183 lb. 19.7"x20.7" 3,450 lb. 5800 GX-160/5.5 N/A 72'/min. 7,092 sf/min.
MVC-88GHW 211 lb. 19.7"x20.7" 3,450 lb. 5800 GX-160/5.5 13.7 Qt. 72'/min. 7,092 sf/min.
MVC-90L 197 lb. 19.6"x22" 3,350 lb. 5800 EH-170/6.0 5.6 Qt. 82'/min. 8,036 sf/min.
MVC-90H 194 lb. 19.6"x22" 3,350 lb. 5800 GX-160/5.5 5.6 Qt. 82'/min. 8,036 sf/min.
MVC-110LA 282 lb. 20.5"x26.2" 5,600 lb. 5800 EH-125/8.5 N/A 82'/min. 8,200 sf/min.

The MVC-90 incorporates Tubular steel roll cages 
more standard features protect engines, while
than any other compactor providing a convenient 
in the industry. lifting point

Heavy-duty vibrator
assembly Reversible, shock mounted

handles
Heavy-duty ribbed
steel base plate
for extra strength

Reliable, quiet power from
Double V-belt Honda or Robin engines
drive system.

MVC-90
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