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Premium Grade Duct Tape
Anchor 50  maximum performance duct tape was specifically developed to answer the need for a
premium grade duct tape for applications that require a significant level of tensile strength. It is also a
maximum performance tape for sealing, heating, and ventilation systems. Serves as an excellent
moisture barrier. An extremely aggressive, wide temperature range adhesive system that bonds and
holds to almost any surface. UL723 rated, meets HUD and B.O.C.A. codes. 1.87" x 60 yd.. No. 84139 

Contractor Grade Duct Tape 
Anchor 36  heavy-duty duct tape is an all-purpose duct tape with an agressive 
adhesive system that bonds to almost any surface. Excellent conformity for
working in tight spaces. Water and tear resistant.UL723 rated, meets HUD and 
B.O.C.A. codes. 1.87" x 60 yds (Also available in 3" x 60 yds)

Aluminum Foil Tape
UL181AP tape. A printed foil tape that meets the UL181 and SMACNA AFTS 
101-73 performance standards. Used to tape and seal joints and seams on fibrous 
duct boards as well as air conditioning and heating duct systems. 2.5" x 60 yds

Fiberglass Reinforced Strapping Tape 
Extra strong pressure-sensitive tape for sealing, securing, utilizing, bundling, packaging, and 1000
other uses. Aggressive adhesive which provides instant gripping and fantastic strength. Superior
tear-resistance and impact strength, will handle the very toughest of holding problems. 3/4" x 60 yd.

Economy Sealing Tape
610C . 1.87" x 55 yd. Complies with U.S. Postal and UPS  
requirements for carton sealing. Clear. Thickness : 1.7 mil. 

Poly Tape
All Weather - UV Resistant - Great for Seaming  
Plastic Film - Excellent Cold, Wind & Moisture Barrier. 2" x 36 yds

Mechanical Insulation Tapes
These tapes are used for sealing cold and dual temperature duct and pipe systems 
where the basic insulation uses ASJ or FSK facing. They provide an excellent vapor 
seal when applied at temperatures above 40 degrees F to clean, dry surfaces.
ASJ (All Service Jacket) Tape 3" x 50 yd
FSK  (Foil Skrim Kraft) Tape  3" x 50 yd

Caution & Barricade Tape
Multi-purpose, Non-adhesive warning film, 
High quality heavy Duty Film, High visibility

Typar Construction Tape 1-7/8" x 165' Yellow ( CAUTION), Red (BARRICADE).
Typar Construction Tape is recommended primarily                  3" x 333 yds.
as a closure system and vapor seal on Typar HouseWrap 
and other weather membranes. It is also approved for use 
on all exterior sheathing materials such as plywood, OSB,
thermal insulation and all exterior air and vapor barriers. 
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