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Power-Fast®

The Power-Fast Epoxy Injection Gel is a two component structural epoxy which is
packaged in specially designed cartridges made from an engineered plastic
which are used with either a manual or pneumatically operated injection tool.
The epoxy used is an odorless, premium, high strength epoxy which has a proven
track record. Power-Fast Epoxy Injection Gel is designed for use in anchoring
threaded rods, bolts, reinforcing bars, and smooth dowels into concrete and other
solid base materials. The system can also be used to anchor into hollow masonry
materials using threaded rods and screen tubes. In addition to anchoring
applications, Power-Fast is occasionally used for bonding steel and cured concrete
to cured concrete, for pick proofing applications, for surface sealing cracks, and
for placing injection ports.

15 oz and 24 oz BASE MATERIAL SIZE RANGE
   cartridges Solid Concrete, Block, Brick, Stone, 1/4" x to 1-1/2" anchor rod,No. 3 to No. 11

or Masonry. reinforcing bar.
POWER-FAST CARTRIDGE SYSTEM DISPENSING TOOLS
Both sizes of Power-Fast cartridge can be dispensed from manually or
pneumatically operated injection tools. Each tool has a dual piston design
which applies even, consistent pressure to the cartridge to ensure proper
dispensing, eliminating the possibility of measuring errors.
POWER-FAST MIXING NOZZLES
To ensure complete and proper mixing of the epoxy components, the Power-Fast
system uses a static mixing nozzle. This reduces the possibility of mixing
errors which are common with hand mixed materials. The nozzles have been

designed with a unique tapered extension tip to allow one nozzle to be used to

inject epoxy into most anchor hole sizes. Each nozzle contains a series of
stationary mixing elements.
As the components are pumped through the nozzle, they are progressively divided and re-
combined by the stationary mixing elements to ensure precise automatic mixing of the 
components. To ensure proper mixing, Power-Fast nozzels should be used.

ACCESSORIES Blow Out Bulb Brush

Stainless Steel Screen

Blow out bulbs typically do not create enough air pressure to properly 

         Screen tubes are made from a 300 series clean most larger diameter and deeper embedment depth anchor holes.  

         stainless steel. The nominal diameter of the They are only appropriate for smaller diameter anchors with shallow

         screen listed indicates the matching rod diameter. embedment depths.

Hammer-Capsule®
PRODUCT DESCRIPTION
The Hammer-Capsule System consists of a self contained, single use, two-part
glass capsule into which threaded anchor rod or reinforcing bars can be directly
driven without the need for a chisel point or spinning action. It is designed for
use in the installation of 3/8" through 1" diameter threaded rod in solid
concrete and masonry materials. It can also be used to install reinforcing bars.
A mixture of hardener and quartz aggregate is contained in the upper portion
of the capsule while the lower portion contains an epoxy acrylate resin. Unlike
traditional capsule anchors which required the use of chisel-pointed anchor rod
and special installation tools, the Hammer-Capsule is designed for use with
straight cut anchor rod.
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