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Metal Building Insulation  
Metal Building Insulation is a light density fibrous glass  
blanket designed to be laminated with a variety of  
appropriate facings. It is available in standard R-Values  
of 6, 10, 13, 19, 25, and 30. Standard roll widths are  
36", 48", 60", and 72".  The product complies with the  
North American Insulation Manufacturers Association  
(NAIMA) Standard 202-96 (Rev. 2000) "Standard for  
Flexible Fiber Glass Insulation Used in Metal Buildings".  
Metal Building Insulation is used as part of the insulation  ~ Superior thermal performance
system in the roofs and side walls of metal buildings.  ~ Good physical and chemical properties
It is designed to be laminated with a variety of facings  ~ Noncombustible, fire rated
to provide attractive interior finishes, abuse resistance,  ~ Lightweight, low dust

and assistance in control of moisture.  

Metal Building Insulation Facing  
Foil Scrim Kraft (FSK)
Reinforcing fiberglass scrim between aluminum foil and kraft combine to produce this all-weather facing.
Recommended for installation where extra strength, durability and excellent perm rating are necessary.
Polyester Scrim Kraft (PSK)  
Recommended where a white decorative faced insulation with excellent perm rating, handling and cold crack
characteristics are desired.  
Polypropylene Scrim Foil (PSF)   
Enhance your building interiors with this superior faced insulation recommended for installation where
appearance, strength and excellent perm rating is desired.
  

Cierra Access Panels  
Cierra C-IT series fire rated access panels provide access through fire rated

 walls or cielings. The C-IT model is manufactured with a one inch exposed
 flange and can be mounted in any material including drywall, plaster, and CMU.
  
 Cierra C-IW series fire rated access panels are manufactured with a drywall
 bead frame to maintain a minimal sight line for a concealed appearance and
 provide access through fire rated drywall walls or ceilings.
  
 
 Cierra C-NT series non-rated access panels are manufactured with a one inch
 exposed flange for flush installation in any wall or ceiling material.

 
 
 Cierra C-TS series top-security access panels are
 manufacured from detention grade materials for
 installation in any wall or ceiling material including
 drywall, plaster, and CMU. In addition, the formed
 door creates a return flange on the perimeter of the
  door to ensure flatness of material, and tamper-
  proof edges (excellent for plumbing chases).
  
   

Many other styles of access panels are available upon request.
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