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Specification Sheet

CS32 - MN
The CS32-MN blanket from ErosionControlBlanket.com is manufactured from 70% coconut fiber and 30% agricultural straw stitched between black UV stabilized photodegradable polypropylene nets with a mesh size of 1.59 x 1.59 cm (0.626 x 0.626 in). The “CS” and “3” represent the CS32-MN shall be manufactured from coconut fiber applied at a minimum rate of 190 g/m2 (0.35 lbs/yd2) and agricultural straw fiber applied at a minimum rate of 80 g/m2 (0.15 lbs/yd2) for a total fiber weight applied at a minimum rate of 270 g/m2 (0.5 lbs/yd2).  The “2” represents that the blanket is netted on the top and bottom sides. The functional longevity of the blanket is 24-36 months depending on moisture, light, and environmental conditions. The blanket is sewn together on 38.1 mm (1.5 in) centers, with UV stabilized white, brown, or black photodegradable thread to ensure the same rate of degradation for the top net and thread. Each roll of CS32-MN is packaged in clear shrink-wrap with a blue band and includes installation instructions.
Standard Roll Details


Width


2.44m (8ft)

4.88m (16ft) 


Standard Length
41.1m (135ft)

41.1m (135ft)


Area


101.7m2 (120yd2)
203.4m2 (240yd2)

Weight
 ±10%

30kg (67lb) 

60kg (134lb)

“Big Daddy” Roll Details


Width


2.44m (8ft)

4.88m (16ft) 


Standard Length
171.5m (562.5ft)
171.5m (562.5ft)


Area


418m2 (500yd2)

836.1m2 (1000yd2)

Weight ±10%

127kg (279lb) 

254kg (558lb)

More information available upon request.
PHONE: (866) 317-3346 ( www.erosioncontrolblanket.com ( FAX: (204) 231-8134

