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Section I – Identification

HMIS Rating
Health:  1

Flammability  2

Reactivity:  0

Product Name:  Liquid Release
Classification:   FLAMMABLE LIQUID
D.O.T. Hazard Class:  UN1268, Petroleum Distillates, class3,




 Packing Group III, fp 142 deg f
Section II – Components

Ingredient
C.A.S.#
Wt.%
PEL
TLV
STEL

Notes

Solvent Naphtha

 (Petroleum),                         64742-88-7       100
100 ppm
N.E.
N.E.
         see note 1 Medium aliphatic 

Note 1:  Material is not subject to the reporting requirements of Section 313 of SARA Title III.

Section III – Physical Properties

Boiling Point:  379-412oF
Vapor Pressure:  0.36 torr (20oC)

Melting Point:   N.A.
Vapor Density:  5-6        Air = 1

Evaporation Rate:  Less than Butyl Acetate
Specific Gravity:  0.802

Water Solubility:  52 ppm 20(C
Non-volatile:  0%

Physical Appearance:  Clear, colorless liquid

Section IV – Fire and Explosion Hazard Data

Flash Point:  148oF (64oC)
Explosion Limits (LEL):  Not determined      UEL: Not determined

Extinguishing Media:  Regular foam, carbon dioxide, or dry chemical.

Hazardous Decomposition Products:  May form toxic materials such as carbon dioxide, carbon monoxide, or various hydrocarbons.

Firefighting Procedures:  Wear self-contained breathing apparatus with full facepiece operated in the positive pressure demand mode.

Special Fire & Explosion Hazards:  Never use welding or cutting torch on or near drum (even empty) because product, product residues, and product vapor can ignite explosively.  Proper safety measures such as electrical grounding should be taken to prevent static electrical charge when transferring material.  Vapors may form an explosive mixture in air.  Closed containers may rupture when exposed to extreme heat.

Section V – Health Hazard Information

Primary Route(s) of Entry:  Inhalation, skin contact, and eye contact.

First Aid:  

Eyes – Flush gently with water.  If symptoms persist or vision is impaired, seek medical attention.

Skin – Remove contaminated clothing, flush exposed area with large amounts of water.  If skin is damaged or symptoms of irritation persist, seek medical attention.

Respiratory – Remove individual to fresh air immediately.  If unconscious, begin artificial respiration.  Seek medical attention.

Ingestion – Low Toxicity.  No special treatment necessary under normal conditions.

Section VI – Chemical Reactivity

Stability:  Material is stable at normal temperatures, however, excessive temperatures over long periods of time will degrade the material.  

Hazardous Polymerization:  Will not occur.

Incompatibility:  Bases.

Conditions to Avoid:  Avoid extreme temperatures.

Hazardous Decomposition Products:  Incomplete combustion produces carbon monoxide and carbon dioxide.

Section VII – Spill Procedures

Small Spill:  Absorb spilled product onto inert absorbent material.

Large Spill:  Remove all sources of ignition, ventilate area.  Dike area to prevent material from entering sewer or water supplies.  Wear protective equipment during cleanup.  Absorb spilled product with an inert absorbent material (sawdust, vermiculite, sand, etc.), and place in closed containers.  Spills of this material in excess of a component's reportable quantity (RQ)  must be reported to the National Response Center (1-800-424-8802) and to the appropriate local and state emergency response organizations:

Waste Disposal Method:  Dispose of material in a manner consistent with local, state and federal law.  For further information, contact your state or local waste agency or the United States Environmental Protection Agency's RCRA hotline (1-800-424-9346).

Section VIII – Special Protection Information

Respiratory Protection:  When PEL or TLV limits are exceeded, use an approved self-contained breathing apparatus with full face-piece or use organic vapor canister mask.

Ventilation:  Provide sufficient mechanical ventilation to maintain exposure levels below TLV's.

Gloves:  Chemical-resistant nitrile, neoprene or rubber gloves required.

Eye Protection:  Wear face-shield or chemical-resistant goggles.

Other Protective Equipment:  Wear appropriate work clothing to prevent skin contact.  Wash clothing before reuse.  Eye wash station and safety shower should be available.

Section IX – Special Precautions

Handling and Storing:  Avoid prolonged or repeated inhalation of heated vapors or spray mists.  Keep away from heat or open flame.  Avoid prolonged or repeated skin contact.  Containers of this material may be hazardous when emptied.  Treat empty containers with the same hazard precautions given in this data sheet.

This information is provided in good faith and is correct to the best knowledge of Inco Chemical Company, Inc.  Inco Chemical Co., Inc. makes no representation as to its completeness or accuracy. Customers are encouraged to make their own determination as to the suitability of this product for their purpose prior to use. Inco Chemical Co., Inc. disclaims responsibility for damages of any kind resulting from the use of this information.  No warranty of merchantability, fitness for use, or any other warranty is expressed or is to be implied regarding the accuracy of these data.
