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IN STOCK ITEMS INCLUDE:

ADS Corrugated Polyethylene tubing (drain tile)
is strong, lightweight and easier to handle than 
concrete or metal pipe.  Polyethylene tubing is 
easy to install saving time and labor.  Specifications
meet AASHTO M252 & M294 and ASTM F405 &
F606.
  
 ADS Panel-Shaped AdvanEdge pipe offers quick
 drainage response and is ideal for time-critical

applications such as high-traffic roads and track beds.
Other popular uses include
building foundation drainage,
golf courses, athletic fields,
airport runways, railroad 
truck ballast, and perimeter
"curtain" drainage for 
landfills and leaching fields.
Meets ASTM D695 and

ADS Water Tight dual-wall polyethylene pipe. D1621 with a split coupler joining system. AdvanEdge
Ceramic/polymer composite joint combined with is offered in 12" and 18" heights and coils up to 400 ft.
HDPE's excellent abrasion and corrosion resistance
produces a joint with excellent strength.  The wide ADS BioDiffuser Leaching
proprietary ceramic/polymer is fused to the outside Chambers are successfully 
wall of the built-in bell, improving the joint's integrity. replacing gravel and pipe for 
With its intergral built-in bell and factory-installed leach field installations.  Their
gasket, the pipe requires no extra couplers, grout lightweight construction allow 
or other sealants to install.  The joint meets or for easy hands-on installation
exceeds ASTM D 3212. with minimal soil compaction.  

The product is adaptable to 
ADS 3000 Triple-Wall pipe is triple bonded serial and lateral projects.  
polyethylene for exceptional pipe stiffness.  With Today, leaching chambers 
smooth inner and outer walls and a corrugated have grown in acceptance and total 30% of all leaching
structural core, this pipe is perfect for residential systems installed.
drainage and leach fields, as well as for agriculture,     Biodiffuser leaching products are sturdy, lightweight
parks, and recreation uses.  Meets ASTM F810 with plastic units that provide optimum unmasked leaching
bell and spigot joining system. surface.  Effluent flows freely to uncompacted backfill

through open bottoms and innovative louvered sidewalls
that prevent migration into the chamber.  Installation
requires no sand or gravel, and requires one person with
only a backhoe, level, and rake.
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Sumpwell
Sumpwell Covers

Wyes
Internal Plug

Rodent Guard

6"  Drain Tile
Perforated Tubing 100'
Wrapped Tubing 100'

Solid Tubing 100'
Interlock Coupling

Snap Tee

4"  Drain Tile
Perforated Tubing 100'
Perforated Tubing 250'
Wrapped Tubing 250'

Solid Tubing 100'
Interlock Coupling

Slip Tee
Slip Elbow

3"  Drain Tile
Solid Tubing 100'

Perforated Tubing 300'
Slip Tee

10 Foot Triple-Wall
Polyethylene Pipe

Reducing Tee
Snap Blind Tee

20 Foot Dual-Wall
Polyethylene Pipe

Snap Wye
End Cap

Rodent Guard

Miscellaneous

8", 10", 12", 15" 
18", 24" & 30"

3" & 4"


