.

IN STOCK ITEMS INCLUDE:

4" Fittings

6" Fittings

GPK PVC Sewer Fittings shall
be manufactured in accordance
with ASTM Standards D-3034
and F-1336 or F-679. The PVC
material shall have a minimum
cell classification of 12454-B,
12454-C or 12364-C as defined
in ASTM D-1784.

8" Fittings 10" Fittings

22.5 Degree GxG
22.5 Degree HxH
45 Degree GxG
45 Degree HxH
45 Degree SxG
90 Degree GxG
90 Degree HxH
90 Degree SxG
Wye GxGxG
Wye HxHxH
Tee GXGxG
Tee HxHxH
Coupling HxH
CapH
Threaded Plug
SDR35/SDR40 Adapt

22.5 Degree GxG
22.5 Degree HxH
22.5 Degree SxG
45 Degree GxG
45 Degree HxH
45 Degree SxG
90 Degree GxG
90 Degree HxH
90 Degree SxG
Wye GxGxG
Wye HxHxH
Tee GxGxG
Tee HxHxH
Coupling HxH
CapH
Threaded Plug
Female Adaptor

22.5 Degree GxG
22.5 Degree HxH
45 Degree GxG
45 Degree HxH
90 Degree GxG
90 Degree HxH

45 Degree GxG
90 Degree GxG
90 Degree HxH
CapH
10"x6" Wye GXxGxG

Wye GXGxG 12" Fittings
Wye HxHxH 45 Degree GxG
Tee GxGxG 45 Degree HxH
Tee HxHxH 90 Degree GxG
Coupling HxH Wye GxXGxG
CapH CapH
Plug 12"x6" Wye GXGxG

8"x4" Wye HxHxH

8"x4" Wye GxGxG
8"x4" Saddle Wye H
8"x6" Wye HxHxH

12"X6" Saddle Wye H
12"X8" Saddle Wye H

** Fittings not shown on
the list can be special
ordered!

6"x4" Wye HxHxH
6"x4" SxH Increaser
6"x8" HxH Increaser

8"x6" Wye GxGxG
8"x6" Saddle Wye G
8"x6" Tee GXxGxG

H - Hub Fitting (Glued)

G - Gasketed
S - Street Ell

Manhole Adaptor

PVC Gasketed Sewer Pipe SDR35 is made

from compounds conforming to the requirements

of ASTM D-3034 in accordance with ASTM D-1784.
Sewer pipe 4 inch through 15 inch meets all
dimensional and physical specifications of

ASTM D-3034; 18 inch sewer pipe meets alll
dimensional and physical specifications of

ASTM F-679. All gasketed sewer pipe is
manufactured to laying lengths.

IN STOCK ITEMS INCLUDE:

SDR35 PVC 13 Foot Pipe
4" PVC SDR35 Solid
4" PVC SDR35 Perforated
6" PVC SDR35 Solid
6" PVC SDR35 Perforated

PVC Glues and Primer

13 Foot Pipe Gasketed
[ 46" 10", 12" 15" & 18" |

P-68 Purple Primer for surface preparation prior to

cement application. Weld-On 705 used for PVC pipe
up to 6". Weld-On 719 glue for over 6" PVC pipe.
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