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 Mirafi ® X-Series Woven
Polypropylene Geotextiles
for Sediment Control, Soil Separation,

and Road Base Stabilization

Mirafi X-Series Technical Data___________________________

Property Test Method Units 100CX 100X 500XL 500X 600X

    Grab Tensile Strength ASTM D 4632 kN(lbs) 0.40(90) 0.55(124) 0.62(140) 0.90(200) 1.40(315)

    Grab Tensile Elongation ASTM D 4632 % MD / CD 15 / 15 15 / 15 15 / 10 15 / 10 15 / 10

    Trapezoid Tear Strength ASTM D 4533 kN(lbs) 0.22(50) 0.29(65) 0.20(45) 0.33(75) 0.53(120)

    Mullen Burst Strength ASTM D 3786 kPa(psi) 1376(200) 2060(300) 2240(325) 2756(400) 4134(600)

    Puncture Strength ASTM D 4833 kN(lbs) 0.22(50) 0.27(60) 0.29(65) 0.40(90) 0.53(120)

    UV Resistant after 500 hours ASTM D 4355 % Strength 70 70 70 70 70

    Apparent Opening Size ASTM D 4751      mm(US sieve) 0.60(30) 0.60(30) 0.60(30) 0.30(50) 0.425(40)

    Permittivity ASTM D 4491 sec 0.1 0.1 0.05 0.05 0.05

    Values apply to both machine and cross-machine directions

"The use of a geotextile separator

is, in my opinion, the best bang

for the buck a designer can

achieve with a geosynthetic in a

paved or unpaved roadway."

-Gregory N. Richardson

Geotextiles in roadway separation

applications,

 GFR June-July 1997 

When considering the use of a geotextile separator, think
of fabric as affordable insurance for your aggregate. By
unrolling the fabric before the first load of rock is dumped,
the fabric 'insures' the rock will not be driven into the soil
below. The fabric will also keep mud below the rock,
maximizing load capacity while keeping cleanup to a
minimum. A geotextile separator saves money by reducing
or eliminating the need for additional rock and the labor
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