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ASDCO stocks high temperature boards in 
mineral wool and fiberglass. Fiberglass boards 
tolerate temperatures to 900 degrees F, and 
mineral wool can be used to 1200 degrees F.

Mineral Wool Boards
2" x 24" x 48" 6 pcs / bundle
3" x 24" x 48" 4 pcs / bundle
4" x 24" x 48" 3 pcs / bundle

High Temperature Fiberglass Boards
1-1/2" x 24" x 48" 22 pcs / bundle
2" x 24" x 48" 16 pcs / bundle
3" x 24" x 48" 10 pcs / bundle

Foil/Scrim/Kraft (FSK) Faced Ductwrap
1-1/2" x 48" x 100' 400 sf/roll
2" x 48" x 100' 300 sf/roll

Owens Corning SSL II fiberglass pipe insulation is recommended
for use on all hot, cold, concealed and exposed piping operating 
at temperatures from 0 degrees F to +850 degrees F. 

Fiberglass pipe insulation is available from 1/2" copper tube size
up to 36" iron pipe size, and in thicknesses of 1/2" up to 6".

Foamglas ® insulation is a lightweight, rigid
insulating material composed of completely 
sealed glass cells. Its structure provides
unmatched physical propoerties, and is ideal 
for insulating equipment and pipes above or Foamglas can be manufactured into a
below ground at temperatures from -450 degrees F variety of formed pipe and elbow shapes.
to +900 degrees F.

4701 Mike Colalillo Drive Duluth, MN 55807 (218) 628-1027 ph (218) 628-1174 fx


