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Alsey Refractories Co.

2200 F Air-Set Refractory Mortar is available
in 15 lb. cans or 50 lb. pails.
We recommend a 1/16" to 1/8" mortar joint 
when laying up firebrick. Allow up to 48 hours
before applying heat to the applied product.

Smithfield medium duty firebrick
from Alsey is available as: 
Straights - 2.5" x 4.5" x 9"
Splits - 1.25" x 4.5" x 9"

Troweleze is a wet, air-setting
high-duty fireclay mortar with
very good bonding strength. It
has excellent troweling properties.
Use to 2500F. Standard 50 lb. pails.

Thermal Ceramics Kaowool Blanket
Alsey Hi-Cast is a good general purpose castable "S"  is a spun-bonded ceramic wool
suitable for use up to 2700F. It can be tamped, insulation with excellent thermal
puddled, or cast-vibrated in place. resistance at elevated temperatures

to 2300F. Available in 1" and 2" 
AP Green KS-4 is a dense, strong general purpose thickness.
castable refractory for use at temperatures up to
2300F. It can be used as complete furnace linings,
patches, or for pouring special shapes.

AP Green Super Kast-Set is a 2800F general 
purpose castable for pouring special shapes, general
patching and repair, and complete monolithic linings.
High strength and good volume characterisitics.

Auburn Manufacturing produces tubing, cloth,
rope, and tape materials to 1500F. Use as weld
drop cloths, gaskets, firestop backers, etc.

4701 Mike Colalillo Drive Duluth, MN 55807 (218) 628-1027 ph (218) 628-1174 fx

Refractory Castables

High Temperature Textiles

Many grades, sizes, and 
types of refractories are 
available. Call for details!


