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PREMOULDED MEMBRANE® VAPOR SEAL Sealmastic Solvent & Emulsion Dampproofings
WITH PLASMATIC ® CORE SEALTIGHT SEALMASTIC Dampproofing Coatings are avail-

SEALTIGHT PREMOULDED MEMBRANE VAPOR SEAL with PLAS- able in two types, solvent & emulsion, and each type is offered 

MATIC CORE is a permanently bonded multi-ply semi-flexible core in three applications grades for spraying, brushing & troweling 

board designed to help complete the building envelope. The PLAS- SEALTIGHT Dampproofing Coatings help complete the building 

MATIC CORE consists of a plasmatic matrix encased in two layers envelope, reducing dampness and moisture infiltration through 

of pure-blown, high-meltpoint asphalt. The three-ply core is sand- foundation walls, footings, retaining walls, parapets, fire walls, 

wiched between liners of asphalt, saturated felt, and a glass mat tanks, culverts, cisterns, and bridge abutments. They are

liner. It offers a water-vapor transmission (WVT) rate of 0.00 also applicable for stone-backing, above-grade cavity wall 

grains/square foot/hour...the lowest in the industry. It is a positive applications and below-grade masonry wall dampproofing. 

and true vaporproofing system to stop moisture migration in foun- EMULSION TYPES*

dation walls and footings..concrete floor slabs and structural slabs. TYPE I - SPRAY-GRADE is an asphalt base, non-fibered flow,  

PACKAGING sag, and water resistant clay emulsion. It is ideal where spray 

Sheet Sizes: 48” x 8’, application is desired.

weight 60 lbs. CSF SPECIFICATIONS - TYPE I - SPRAY-GRADE

•ASTM D 1187, Type I •ASTM D 1227, Type III, Class 1

TYPE II - BRUSH-ON or SPRAY-GRADE Damp-proofing is an 

asphalt-base clay emulsion with specifically formulated fiber

MEADOW-PRUF SEAMLES ONE-COMP., POLYMER- to provide an excellent strength and water-resistant tight film.

MODIFIED, COLD-APPLIED, LIQUID WATER- SPECIFICATIONS - TYPE II - BRUSH-ON OR SPRAY-GRADE

PROOFING MEMBRANE •ASTM D 1227, Type II, Class 1

MEADOW-PRUF SEAMLESS is a single component, polymer-mod- TYPE III - TROWEL-ON-GRADE Dampproofing is a weather, 

ified, cold-applied, liquid waterproofing membrane ideal for both water, corrosion, and abrasion resistant trowel applied 

above and below grade vertical waterproofing applications.  This mineral colloid, asphalt emulsion. It is fibrated with select 

heavy-bodied, liquid membrane is ideal for immediate application to fibers to produce a light trowel application consistency.

newly stripped, below grade concrete walls and for use with insu- SPECIFICATIONS - TYPE III TROWEL-GRADE

lated concrete forms (ICF’s).  (Also suitable for below grade mas- •ASTM D 1227, Type II, Class 1

onry block walls, as well as, within above grade cavity walls.) It PACKAGING - TYPE I- TYPE II - TYPE III

bridges cracks for excellent waterproofing protection.  Since the 5 Gallon Pail or 55 Gallon Drum

formulation is water-based, it can be used on both ICF’s and con- REFER TO DATA SHEET NO. 721

crete.  For best performance, MEADOW-PRUF SEAMLESS PRIMER, NOTE: SEALTIGHT Emulsion-Type Dampproofings are the 

plus MEADOW-PRUF SEAMLESS Liquid Waterproofing Membrane breather type which permit moisture vapor to escape through 

can be used as a systems approach in fresh concrete applications.  the film, while remaining resistant to water penetration. This

Because MEADOW-PRUF SEAMLESS contains no solvents and has prevents blistering of applied films. They can be applied to 

no objectionable odor, it is safe for workers and the environment.  green concrete (not totally dry).

MEADOW-PRUF SEAMLESS is well suited for waterproofing around SOLVENT TYPES

hospitals or other areas where strong solvent emissions are unde- SPRAY-MASTIC Dampproofing is a flexible, non-fibered 

sirable. MEADOW-PRUF SEAMLESS provides a safe, easy to use, asphalt compound developed for use in a spray application.

cost effective solution where early entry waterproofing is critical. SPECIFICATIONS - SPRAY-MASTIC

In most cases, there is no longer a need to delay tight construction •ASTM D 4479, Type I

schedules waiting for concrete to cure before application and SEMI-MASTIC Dampproofing is a flexible, brush/spray fibred 

subsequent backfilling to take place.  This highly flexible and vers-  asphalt designed for below-grade masonry wall protection.

atile product provides outstanding water/vapor protection, SPECIFICATIONS - SEMI-MASTIC

especially in applications with a high level of offsets, penetrations, •ASTM D 4479, Type I

etc.  MEADOW-PRUF SEAMLESS is ideal for use with all types of TROWEL-MASTIC Dampproofing is a trowel-applied heavy-

insulated residential or commercial concrete forms.  bodied, fibered asphalt compound for exterior, below-grade

PACKAGING (MEADOW-PRUF SEAMLESS) wall surface applications to protect porous surfaces.

5 Gallon Pails (18.93 Liters) SPECIFICATIONS - TROWEL-MASTIC

55 Gallon Drums (208.20 Liters) •ASTM D 4586, Type I

PACKAGING Packaging: Spray,

(MEADOW-PRUF SEAMLESS PRIMER) Semi & Trowel

5 Gallon Pails (18.93 Liters) Mastic

5 Gallon Pail or 

55 Gallon Drum
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