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MEL-ROL® SELF-ADHERING, ROLLED MELDEK ROLL WATERPROOFING MEMBRANE
WATERPROOFING SYSTEM SEALTIGHT MEL-DEK Waterproofing Membrane is a  two-

SEALTIGHT MEL-ROL Self-Adhering Rolled Waterproofing System component, cost-effective, flexible, and dependable water-

is a flexible, versatile, dependable, cost-effective, “peel and stick” proofing underlayment for asphaltic overlays. The two layers

protective, roll-type waterproofing membrane designed to complete are laminated together under strictly controlled production 

the building envelope. It is ideal for waterproofing foundations, procedures. It is recommended for bridges, parking decks or 

vertical walls and below-grade floors in residential and commercial other vehicular structures to be overlaid with an asphaltic 

construction, between-the-slab waterproofing on plaza and wearing course. MEL-DEK is ideal for repair, maintenance, or 

parking decks, structural slabs; isolating waterproofing membrane new construction applications. 

for mechanical and electrical rooms, laboratories, kitchens and PACKAGING

bathrooms; positive “wrap around” protection for rapid transit, One roll per carton, roll is 38.5” wide and 60’ long, providing 

vehicular, utility and pedestrian tunnel projects. MEL-ROL is also 180 sq. ft. of actual waterproofing coverage.

offered in a wintergrade version for applications from 20Þ to 60Þ.

SPECIFICATIONS

To the best of our knowledge, MEL-ROL meets and/or exceeds the 

test requirements of all currently applicable specifications. 

AREMA Specifications Chapter 29, Waterproofing.

PACKAGING

One roll, 60’ long by 38.5” wide, per carton SEALTIGHT® AIR-SHIELD SELF-ADHERING
AIR-BARRIER AND FLASHING MEMBRANE
SEALTIGHT AIR-SHIELD is an airtight water-proofing/vapor-

proofing membrane that is nominally 40 mils thick, 67 feet long, 

and available in various different widths. It is fabricated from 

specially modified asphalt and cross-laminated polyethylene. 

Airshield completes the building envelope, providing  “above-

grade” flashing and water, air and vapor barrier on concrete,  

MEL-GARD®  MULTI-DIMENSIONAL masonry, gypsum board, and wood walls. 

WATERPROOFING MEMBRANE PACKAGING

SEALTIGHT MEL-GARD Multi-Dimensional Self-Adhering, Sheet Rolls are 67’ long and available in the following 

Waterproofing Membrane is composed of a unique combination widths: 3”, 4”, 6”, 9”, 12”, 16”, 18”, 20” 24”, and 36”.

of materials including its own asphaltic protection course layer. A 

waterproofing membrane and protection course is provided in a 

single application. The product is flexible and easy-to-handle. It 

offers a W.V.T. (Water Vapor Transmission) rating of 

0.015 grains./ft.2/hr.  which is significantly better than other “peel 

and stick” self-adhering membranes. MEL-GARD is a very cost-

effective method of completing the building envelope by water- MEL-PRIME™
proofing foundations, vertical walls and mid-level floors in com- SOLVENT-BASE VOC PRIMER*
mercial, industrial, institutional and residential construction. SEALTIGHT MEL-PRIME Solvent-Base VOC Primer is a ready-

SPECIFICATIONS to-use, high solids content optimum performance compound 

AREMA Specifications, Chapter 29, Waterproofing. specifically formulated with polymers in a VOC Compliant 

PACKAGING (3.68 lbs./gal (439 g/L) solvent-base primer. Other application 

4’ x 8’ sheets features are the same as MEL-PRIME Water Base Primer. 

Weight: 44 lbs. PACKAGING (Both Products)

1 Gallon Units and 5 Gallon Pails
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