Margin Trowel Pointing Trowel
GG432 GG422
5" x 2" 5-1/2" x 2-1/2"

Caulking Trowel
BL762 7" x 3/16"
BL763 7" x 3/8"
BL764 7" x 1/2"
BL765 7" x 5/8"
BL766 7" x 3/4"

Hubbard Jointers

Hubbard jointer was de-

signed by a bricklayer

in the business for 60

years. More knuckle

clearance, replaceable

blades, long lasting.

Comes assembled with one 1/2" blade, one 5/8" blade,

All Have 5-1/2" Leather Handle (Standard Shank)
Wide London Pattern
RO312-11 Blade 11" Heel Width 5-5/8"
Narrow London Pattern
RO316-11 Blade 11" Heel Width 4-3/4"
RO312-12 Blade 12" Heel Width 5"
Philadelphia Pattern
RO310-11 Blade 11" Heel Width 5-7/16"
Note : Wide London and Philadelphia are available
in Kraft Brand (11" x 5"), Narrow London (11" x 5",

one 3/4" blade, and one 7/8" blade loose in the package. and 12" x 5")

BL280

Braided Mason's Nylon Line Adjustable Line Stretchers

Brick Jointers
BL261 1/2" x 5/8"
BL262 5/8" x 3/4"

This aluminum line stretcher works on
various size blocks from 4" to 12".
Change size by moving bolt and wing
nut to correct hole. Sold in pairs.
BL147

Braided nylon line on a tube. The
Grout Bags 170 Ib. Test has built in elasticity

and eliminates sagging.
BC338T 250'/ Yellow

BC342 500'/ Green
BC342 500'/ Yellow

Snap-Over Line Twigs
Manufactured from

spring steel. They snap
around the mason's

line and eliminate

Bonded Braided Nylon Line sagging. 4" long 5/8" wide.
Ultra strong bonded line is longer BL156 / 14 per pack
wearing. The white nylon has a

black flecked braid.

Masonry Line Blocks

WL013 10-1/2" x 24" BC352 500' / White & Black Tenite Line Blocks
BC351 250" / White & Black Blocks grip the wall tightly and will

Bricklayer's Line Pins
Made of tempered steel: stiff and long

not split or break. Made of hard tenite
(plastic). Sc4-1/4"

enough to hold the line. (4 per pack) BL349
BL158 6" Wood Line Blocks
BL350 4"
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